
2800 Series
Dimensionol Doto:

TC 2863:
Moximum sheove height: 73' (22,2 m)
Moximum lifting rodius: 6l'6" (18.7 m)
Moximum sheove height
wlth 40' (12.2 m) Jib: I l3' (34,4 m)
Moximum lifting
copocity: 28,800 lbs. (13,063 kg)

TC 2863 Weights:

Stondord TC 2863 with
18'(5.5 m) Subfrome,,..,,...,. |3,950 lbs, (6,328 kg)
Optionol Wood Flotbed: 

.|,570 
lbs, (7l2Rg)

Optionol Two-Stoge Jib: ,...,.,,,.,.9.l 5 lbs, (4.| 5 kg)
Minimum oxle weights with crone instqlled
on truck ond in stowed configurotion for
857o of tipping stobility (without jib),

Front Ax|e, , , , , , , ,  , . . , , . . . , . , , , .8,900 lbs,  (4,037 kg)
Reor Axle, ,.,,.... l5,800 lbs, (7,167 kg)

Do Nol operote within | 0 Feet
Of 0verheod Power lines.
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Specifications Subl€ct to Change
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Terex Crones Form #TC 2863



2800 Series
2863 Gopocifi ond Ronge Choil:

NOTE: Pleose consult the Terex
Crones ful l- l ine brochure
for o complete listing of
stondord feotures ond
optionol equipmenl.

2863 Optionol
Mounling Configurolions:

Behind Cob (TC)
Reor Mount (RM)
Pedestol Mount (PM)
(Some stondord feotures for the optionol mounting
configurotions will vory. Pleose consult your Terex Crones
deoler or foctory for chosis ond mounting requirements,)

TC 2863 Minimum
Chossis Requirements:

Chossis specificotions ore minimum for lruck-crone mounl.
Not opplicoble lo oplionol mounling configur0lions.
Gross Vehic le Weight Rot ing. . , , . . .33,000 lbs.  ( l  4,968 kg)
Front Axle Weight Roting. ...12,000 lbs (5,443 kg)
Reor Axle Weight Rot ing.  , . . . .21,000 lbs (9,525 kg)
Wheelbose , .214 in.  (5,436 mm)
Cob To Axle. . .  144 in,  (3,658 mm)
Afterfrome. , .  ,15 in.  (1,905 mm)
Tronsmiss ion. . , , .  .
(Neutrol lock-up required
for outomotic tronsmission)

Heovy-Duty

Electricol System Heovy-Duty
Cool ing System. . , , . . . .  Heovy-Duty
Frome Sect ion Modulus.  l5 I  in ' (260 cm3)
RBM Per Frome F0i1 , . , . .1,400,000 in, / lbs.  ( . |6, . |30 kg-m)
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RANGE DIAGRAM
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OPERATING RAAUS FROilI CEI{TERUNE OF ROTATIO.I . FEET

1 PART LINE 2 PAFIT LINE 3 PAFIT LINE A CAUTION

LOADS UP TO

ANTI.TWO.ELOCX SYSTEM
MUST BE IN GOOD

OPERATING CONDITION
BEFORE OPERATING CRANE,

REFER TO OWNER'S MANUAL,

KEEP AT LEAST 3 WRAPS OF
LOADLINE ON DRUM AT

ALL TIMES,

USE ONLY 9/16'OIAMETER
CABLE WITH 33.600 LB,
BREAKING STRENGTH ON

THIS MACHINE.

9,6m LEIS

STD CABLE

19.200 LBS
STD CABL€

2a.aoo LBS
STD CABLE

6 72O LBS ROT

RESISTANT CAALE

13 440 LBS ROT

RESISTANT CABLE
20.r60 Lgs RoT
RESISTANT CABL

T H I S  M A C H I N E  C O M P L I E S  W I I H  O S H A  R E G U L A T I O N S  1 9 1 0 . 1 8 0

AND 1926 550 WHER€ APPLICABLE AT DATE OF MANUFACTURE 3 .6A.00460NOTE: Diagrams depict recommended mounting dimensions. The dimensions of optional pedestal and rear mounts
will vary Please consull your dealer or Terex Cranes for specilics. Dimensions do not include load deflection.
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