
 TM 870 E ALLIED CRANE HIRE (PTY) LTD 

SPECIFICATIONS



 TM 870 E ALLIED CRANE HIRE (PTY) LTD 

Gross vehicle weight and axle loads

Axle 1: 12 000 kg (26 455 lb)
Axle 2: 12 000 kg (26 455 lb)
Axle 3: 12 000 kg (26 455 lb)
Axle 4: 12 000 kg (26 455 lb)
Axle 5: 12 000 kg (26 455 lb)
GVW: 60 000 kg (132 275 lb)

Above weights for TM 870 E to standard specification plus optional A-frame jib, maximum hookblock and

load moment indicator.

DIMENSIONS
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 TM 870 E ALLIED CRANE HIRE (PTY) LTD 

BOOM 11m to 34.6m (36ft to 113ft 6in), four-section, 

trapezoidal, full-power boom. Maximum tip height

36m (151ft)

SWINGAWAY 9.8m (32ft) lattice

SUPERSTRUCTURE SPECIFICATIONS
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 TM 870 E ALLIED CRANE HIRE (PTY) LTD 
CARRIER SPECIFICATIONS
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 TM 870 E ALLIED CRANE HIRE (PTY) LTD 
RANGE DIAGRAM - MAIN BOOM - FIXED OFFSET JIBS
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 TM 870 E ALLIED CRANE HIRE (PTY) LTD 
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RATED LIFTING CAPACITIES IN KILOGRAMS

BOOM LIFTING CAPACITIES ON OUTRIGGERS 360 ̊
34.6m MAIN 

BOOM + 
9.8m EXT.

11.0 12.8 15.5 18.3 21.0 44.423.8 26.5
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