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KNUCKLE TELESCOPIC CRANE

TECHNICAL SPECIFICATION

TECHNICAL DATA
Hydraulic extensions N° 3 Empty weight of the crane kg 13000

Net lifting moment t-m 190 Recommended amount of oil lt 750

Slewing torque kg-m 23000 Slewing speed rpm 0,6

Slewing angle (continuous) ° 360 Main boom lifting time sec 40

Pump capacity lt/min 125+125 Secondary boom articulation time sec 40

Max working pressure bar 290 Boom element extension time sec 70

STANDARD FEATURES AVAILABLE OPTIONALS
Slewing continuous

Distributor of console

Proportional distributor

10000 kg direct pull winch rope Ø 24 L=60 m (HFW6)

Winch limit switch

Pulley boom head

Slewing limit switchLoad limiting device

Size 14 electrohydraulic power pack (150 kW)

Basement
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Ø 1890  72 Holes Ø 26
N° 72 Screws M24 - 12.9

(*) Variable dimension
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HLRM 230-4SLK
KNUCKLE TELESCOPIC CRANE

WORKING DIAGRAM

 J
un

e 
20

13

HLRM230-4SLK Rev.00

160160

0 2 64 8 10 12 14 16 18

2

4

8

6

10

12

14

16

18

20

B

A

TM
V6

m 7,46

kg 25000
m 9,73

kg 19000
m 12,00

kg 15300
m 14,26

kg 11900
m 16,46

kg 9800

kg 13500

kg 15500

kg 18500

kg 22500

kg 30000

BA

1 ft (foot) = 0,3048 m

(ONLY FOR USE WITH HOOK - SEA STATE - 0 - OR HARBOUR CONDITION)
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