
Master of its class

Those who prefer to have every feature and comfort choose this large crane model. The PK 53002 SH is not just pleasing to the

eye. Behind its attractive appearance is truck-mounted crane technology at its best. 

Safe, operator-friendly and precisely controllable, the PK 53002 SH is a reliable partner in day-to-day use for heavy loads or in-

stallation work. The High Performer delivers an impressive display when carrying out heavy and light work that requires both

power and precision.  

PK 53002·SH
High Performance
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High Performance
Large Crane Technology.
Next level. 
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PK 53002 SH High Performance

www.palfinger.com
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Applications shown in the leaflet do not always correspond to the standard specifications. Design and specification are subject to change 
without prior notice. Dimensions may vary. Subject to technical changes, errors and translation mistakes.

*) Optional features / country-specific equipment
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Technical Specifications (EN 12999 HC1 HD5/B3)

Max. lifting moment 50.1 mt /491.5 kNm 362480 ft.lbs
Max. lifting capacity 18200 kg / 178.5 kN 40120 lbs
Max. hydraulic outreach 21.0 m 68’ 11“
Max. manual outreach 25.2 m 82’ 8“
Max. outreach (with fly jib) 32.5 m 106’ 8“
Slewing angle endless
Slewing torque
with 1 gear 4.0 mt /39.2 kNm 28940 ft.lbs
with 2 gears 5.5 mt /54.0 kNm 39790 ft.lbs

Stabilizer spread (std.) 7.8 m 25’ 7“
Fitting space required min. 1.33 m/4’ 4“ max. 1.47 m/4’ 10“
Width folded 2.51 m 8’ 3“
Max. operating pressure 365 bar 5293 psi
Recommended pump capacity  from 90 l / min 23.8 US gal./min

to 120 l / min 31.7 US gal./min
Dead weight (std.) 4145 kg 9140 lbs


