
Measurements T292 T292
ORA Van Mount

Frame Height (FH) 32 in. 26 in.
(81 cm) (66 cm)

Offset (O) 57 in. 57 in.
(145 cm) (145 cm)

Overall Height (OAH) 9’ 6” 9’ 11”
(2.9 m) (3.0 m)

Overall Length (OAL) 22’ 8” 21’ 2”
(6.9 m) (6.5 m)

Unit Length (UL) 17’ 0” 17’ 0”
(5.2 m) (5.2 m)

Center of Rotation (H) 70.5 in. 66 in.
(179.1 cm) (167.6 cm)

Cab to Axle (CA) 84 in.
(213.4 cm)

Wheel Base (WB) 159 in. 159 in.
(403.9 cm) (403.9 cm)

Front Axle (GAWR) 4,100 lb. 4,000 lb.
(1,860 kg) (1,814 kg)

Rear Axle (GAWR) 7,500 lb. 6,000 lb.
(3,402 kg) (2,722 kg)

Gross Vehicle 10,000 lb. 9,200 lb.
Weight Rating (GVWR) (4,536 kg) (4,173 kg)

Recommended Weight 8,000 lb. 8,000 lb.
For Stability (3,629 kg) (3,629 kg)

Frame Section Modulus 7.5 in3 6.5 in3

Frame Yield Strength 36,000 psi 36,000 psi

Frame RBM 27,000 in-lbs 23,400 in-lbs
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• Van Mount Configuration

• 24” x 24” x 42” Curbside Cutout 
Platform (Non-Insulated)

• 24” x 30” x 42” Side Mount Platform 
(Insulated)

• 24” x 24” x 42” Square Splicer 
Platform (Non-Insulated)

• 350 lb. Platform Capacity

• Platform Liner (Insulated)

• Vinyl Platform Covers

• Continuous Unrestricted Rotation

• Two Speed Throttle Control

• Hydraulic Tool Outlets Above And/Or 
Below Rotation

• Moving Outrigger Alarm

• 12 Volt Auxiliary Let Down

• Stop/Start At Lower Controls

• A-Frame Outriggers With 
Boom Interlock

• 20 Gallon Remote Oil Reservoir

• Manual Hi/Low Speed

• Boom Overstow Protection

• Boom/Boom Stow Interlock

CAPACITIES & DIMENSIONAL DATA

OPTIONAL EQUIPMENT

STANDARD EQUIPMENT
• Open-Center Hydraulic System
• Safety Harness With Attached Lanyard 
• Stop/Start At Upper Controls
• 370° Non-continuous Rotation
• Padded Boom Rest
• 7 Gallon Hydraulic Oil Reservoir Inside Pedestal
• Lower Controls Override Upper Controls

INSULATED, SIDE MOUNT
• 24” x 24” x 42” One-Person Side Mount Platform

300 lb. Capacity - Gravity Leveled
• Turntable Mounted Lower Controls
• Boom Mount Individual Lever Hydraulic Upper Controls
• Category “C” Rating Per ANSI A92.2
• Steel Main And Fiberglass Second Section Boom

INSULATED, END MOUNT
• 24” x 24” x 42” One-Person End Mount Platform

300 lb. Capacity - Hydraulically Leveled
• Turntable Mounted Lower Controls
• Platform Mount Individual Lever Hydraulic Upper Controls
• Category “C” Rating Per ANSI A92.2
• Steel Main And Fiberglass Second Section Boom

NON-INSULATED, SIDE MOUNT
• 24” x 24” x 42” One-Person Side Mount Platform

300 lb. Capacity - Gravity Leveled
• Boom Mount Electric Toggle Upper Controls
• Pedestal Mounted Electric Toggle Lower Controls
• Steel Main And Aluminum Second Section Boom

NON-INSULATED, END MOUNT
• 24” x 24” x 42” One-Person End Mount Platform

300 lb. Capacity - Hydraulically Leveled
• Platform Mount Electric Toggle Upper Controls
• Pedestal Mount Electric Toggle Lower Controls 
• Steel Main And Aluminum Second Section Boom
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Bottom of Working Horizontal Platform
Platform Height Height Reach Boom Travel Capacity

Side Mt. End Mt. Side Mt. End Mt. Side Mt. End Mt. Above Horizontal Below Horizontal

T292 28.5 ft 29.3 33.5 ft. 34.3 ft. 20.9 ft.* 23.2* 80° -8 300 lbs
(8.7 m) (8.9 m) (10.2 m) (10.4 m) (6.4 m) (7.1 m) (136.9 kg)

*On Non-Insulated units, the horizontal reach is 6” less.
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