
ATF65G-4
75 Ton Capacity (68.2 Metric Tons)

 ALL TERRAIN CRANE

DIMENSIONS

                                     TURNING RADIUS
                            
Steering

Carrier inside
Over carrier
Over boom
Over boom extension

Specifications are subject to change without notice.

Front wheel (8x6)

16' 1-5/16" (4.91m)
32' 3-13/16" (9.85m)
35' 5-3/16" (10.8m)
37' 6" (11.43m)

All wheel (8x8)

11' 3-5/16" (3.437m)
27' 5-1/2" (8.37m)
31' 3-9/16" (9.54m)
33' 7/16" (10.07m)

40'7-5/8"(12385)

32'8-15/16"(9980)

6'8-11/16"(2050) 9'8-9/16"(2960) 5'4-15/16"(1650) 6'2-13/16"(1990) 5'8-7/8"(1750)

8'7-3/8"(2625)16'11-3/4"(5175)

36'1-1/16"(11000)
11'3-13/16"(3450)
7'6-9/16"(2300)

13'10-9/16"(4230)

1‘2-3/4"(375)

12
'5

-3
/1

6"
(3

78
9)

20
.4

° 22.5°

9'3"(2820):20.5R25
8'8-3/4"(2660):16.00R25

7'3-3/16"(2214):16.00R25
7'6-3/16"(2291):20.5R25

5'7-11/16"(1720)

1'2-3/16"(360)

14
.9

° 17.0°

1'
10

-3
/4

"(
57

8)

20'11-15/16"(6400)
14'4-5/8"(4385)

ATF65G-4
75 Ton Capacity (68.2 Metric Tons)

ALL TERRAIN CRANE
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ATF65G-4  TADANO-Load rating chart
Counterweight 33,069 lbs

Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom
On outriggers, 360o working area

Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L 1) L L L L L L L L L L L L L
8 69 150.0* 8
9 68 133.4* 9

10 66 122.1 119.7 73 109.6 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 110.4 106.6 69 101.1 69 70.5 69 65.8 75 88.2 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 99.9 95.6 67 92.0 67 70.5 67 61.5 73 86.8 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 74.9 76 70.5 76 69.7 76 45.9 14
16 54 88.3 85.4 64 84.4 64 70.5 64 57.8 70 81.2 70 64.7 70 70.5 70 61.5 70 40.9 74 60.6 74 70.5 74 70.5 74 66.5 74 42.5 16
18 50 78.3 76.9 62 76.6 62 70.5 62 54.6 69 74.8 69 60.5 69 69.3 69 57.6 69 38.3 73 56.6 73 66.4 73 69.7 73 62.6 73 39.8 18
20 45 69.3 69.1 59 68.8 59 69.5 59 51.6 67 68.4 67 56.6 67 67.2 67 54.0 67 35.8 72 52.8 72 62.5 72 67.9 72 58.8 72 37.3 20
25 30 54.2 54.2 52 54.0 52 54.9 52 45.8 61 53.7 61 49.1 61 55.0 61 47.0 61 31.1 67 45.3 67 53.3 67 54.5 67 50.9 67 32.2 25
30 43 43.8 43 44.5 43 41.3 55 43.3 55 43.0 55 44.7 55 41.5 55 27.5 63 39.4 63 43.6 63 44.2 63 44.8 63 28.3 30
35 33 37.0 33 38.1 33 37.9 49 36.6 49 36.9 49 38.1 49 37.3 49 24.6 58 34.3 58 36.9 58 37.5 58 39.2 58 25.3 35
40 17 30.4 17 31.3 17 32.0 42 30.0 42 30.4 42 31.7 42 33.1 42 22.3 53 29.5 53 30.4 53 31.1 53 32.8 53 22.9 40
45 34 25.0 34 25.2 34 26.4 34 27.7 34 20.4 48 24.2 48 25.2 48 25.9 48 27.5 48 20.9 45
50 21 21.2 21 21.4 21 22.3 21 23.7 21 19.0 41 20.3 41 21.4 41 21.9 41 23.4 41 19.1 50
55 35 17.1 35 18.2 35 18.7 35 20.3 35 17.7 55
60 26 14.4 26 15.5 26 16.1 26 17.7 26 16.6 60
65 12 12.4 12 13.3 12 13.9 12 15.5 12 15.6 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4

1) Over rear with superstructure pin engaged.
* With additional equipment.

Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 69 123.8 8
9 68 115.4 9

10 66 107.2 73 106.9 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 94.0 69 93.8 69 70.5 69 65.8 75 87.8 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 83.3 67 83.2 67 70.5 67 61.5 73 82.8 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 74.9 76 70.5 76 69.7 76 45.9 14
16 54 74.3 64 74.1 64 70.5 64 57.8 70 72.0 70 64.7 70 70.5 70 61.5 70 40.9 74 60.6 74 67.2 74 67.2 74 66.5 74 42.5 16
18 50 66.6 62 66.2 62 65.9 62 54.6 69 62.6 69 59.7 69 64.1 69 57.6 69 38.3 73 55.3 73 58.9 73 59.7 73 60.7 73 39.8 18
20 45 59.1 59 58.5 59 59.8 59 51.6 67 54.1 67 54.6 67 56.3 67 53.9 67 35.8 72 49.8 72 51.4 72 52.0 72 54.4 72 37.3 20
25 30 41.0 52 40.6 52 42.0 52 42.4 61 39.8 61 40.1 61 41.6 61 43.2 61 31.1 67 37.3 67 38.8 67 39.4 67 41.6 67 32.2 25
30 43 29.7 43 30.8 43 31.5 55 29.3 55 29.5 55 31.0 55 32.3 55 27.5 63 28.4 63 29.7 63 30.4 63 32.1 63 28.3 30
35 33 22.9 33 24.0 33 24.7 49 22.4 49 22.7 49 24.0 49 25.3 49 24.6 58 21.7 58 22.8 58 23.4 58 25.1 58 25.3 35
40 17 18.2 17 19.0 17 19.7 42 17.7 42 18.1 42 19.2 42 20.5 42 20.5 53 17.0 53 18.1 53 18.7 53 20.3 53 21.4 40
45 34 14.3 34 14.5 34 15.8 34 17.0 34 17.0 48 13.6 48 14.5 48 15.2 48 16.8 48 17.9 45
50 21 11.8 21 12.0 21 13.2 21 14.3 21 14.4 41 11.0 41 12.0 41 12.5 41 14.0 41 15.1 50
55 35 8.9 35 9.9 35 10.3 35 11.9 35 13.0 55
60 26 7.2 26 8.1 26 8.6 26 10.1 26 11.2 60
65 12 5.7 12 6.8 12 7.2 12 8.8 12 9.7 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4
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Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 8
9 9
10 10
12 12
14 78 58.2 78 58.5 78 66.1 78 40.6 14
16 77 54.3 77 54.8 77 66.1 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 50.9 76 51.3 76 64.4 76 35.1 78 46.2 78 46.7 78 36.9 80 40.4 80 35.4 80 32.0 18
20 75 47.6 75 48.1 75 62.1 75 32.8 77 43.5 77 43.9 77 35.0 79 39.6 79 35.0 79 31.7 80 30.9 80 27.6 20
25 71 41.0 71 41.4 71 54.0 71 28.3 74 37.7 74 38.3 74 30.5 76 34.8 76 31.6 76 28.2 78 30.9 78 27.6 79 22.9 80 20.3 25
30 68 35.7 68 36.2 68 44.9 68 24.7 71 33.1 71 33.6 71 26.9 74 30.8 74 28.6 74 25.3 76 28.6 76 25.8 78 22.9 79 20.3 30
35 64 31.5 64 32.0 64 38.4 64 22.0 68 29.4 68 29.9 68 24.2 71 27.6 71 25.9 71 22.8 74 25.7 74 23.4 76 22.9 76 20.3 35
40 60 27.8 60 28.2 60 32.0 60 19.8 65 26.3 65 26.8 65 21.8 69 24.8 69 23.6 69 20.7 72 23.3 72 21.6 74 21.6 75 19.6 40
45 56 24.2 56 24.7 56 26.8 56 18.0 62 23.5 62 24.3 62 20.0 66 22.5 66 21.5 66 18.9 69 21.1 69 19.9 71 19.9 72 17.6 45
50 51 20.7 51 21.2 51 22.8 51 16.4 58 20.6 58 21.5 58 18.4 63 20.4 63 19.9 63 17.3 66 19.4 66 18.4 69 18.3 71 15.8 50
55 46 17.5 46 18.0 46 19.6 46 15.1 54 17.9 54 18.8 54 17.0 59 18.3 59 18.4 59 15.9 63 17.8 63 17.0 67 16.7 69 14.3 55
60 41 14.8 41 15.2 41 17.0 41 13.9 50 15.5 50 16.3 50 15.7 56 16.2 56 16.9 56 14.6 60 16.2 60 15.9 65 15.5 67 13.0 60
65 36 12.6 36 13.1 36 14.6 36 12.9 46 13.3 46 14.2 46 14.7 52 14.1 52 15.6 52 13.6 57 14.3 57 14.7 62 14.5 64 11.8 65
70 28 10.7 28 11.2 28 13.0 28 12.2 41 11.4 41 12.4 41 13.8 49 12.4 49 14.0 49 12.6 55 12.8 55 13.5 59 13.0 62 10.8 70
75 21 8.9 21 9.3 21 11.5 21 11.5 36 9.9 36 10.8 36 12.8 45 10.8 45 12.4 45 11.7 52 11.3 52 12.2 57 11.6 59 9.9 75
80 30 8.7 30 9.4 30 11.6 41 9.4 41 11.0 41 11.0 49 9.8 49 10.9 54 10.3 56 9.0 80
85 23 7.4 23 8.0 23 10.4 36 8.2 36 10.0 36 10.0 45 8.7 45 9.8 51 9.3 54 8.2 85
90 32 7.2 32 9.0 32 9.1 41 7.7 41 8.9 48 8.2 51 7.7 90
95 26 6.3 26 8.1 26 8.2 37 6.7 37 8.0 45 7.3 49 7.1 95

100 19 5.5 19 7.2 19 7.2 33 5.9 33 7.1 42 6.6 46 6.4 100
110 21 4.6 21 5.7 34 5.1 39 5.1 110
120 23 3.9 31 3.9 120
130 21 3.1 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 8
9 9
10 10
12 12
14 78 58.2 78 58.5 78 66.1 78 40.6 14
16 77 54.3 77 54.8 77 64.0 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 50.9 76 51.3 76 57.5 76 35.1 78 46.2 78 46.7 78 36.9 80 40.4 80 35.4 80 32.0 18
20 75 47.3 75 47.7 75 50.5 75 32.8 77 43.4 77 43.9 77 35.0 79 39.6 79 35.0 79 31.7 80 30.9 80 27.6 20
25 71 36.1 71 36.6 71 38.8 71 28.3 74 35.2 74 36.2 74 30.5 76 34.1 76 31.6 76 28.2 78 30.9 78 27.6 79 22.9 80 20.3 25
30 68 28.3 68 28.7 68 30.9 68 24.7 71 27.9 71 28.8 71 26.9 74 27.7 74 28.6 74 25.3 76 27.3 76 25.8 78 22.9 79 20.3 30
35 64 22.0 64 22.6 64 24.5 64 22.0 68 22.6 68 23.5 68 24.2 71 23.0 71 24.8 71 22.8 74 22.6 74 23.4 76 22.0 76 20.3 35
40 60 17.4 60 17.9 60 19.6 60 19.8 65 18.1 65 19.0 65 21.4 69 19.2 69 20.7 69 20.5 72 19.0 72 20.3 74 19.1 75 18.6 40
45 56 13.9 56 14.3 56 16.1 56 17.4 62 14.7 62 15.4 62 17.9 66 15.6 66 17.2 66 17.3 69 15.8 69 17.1 71 16.4 72 16.1 45
50 51 11.3 51 11.8 51 13.4 51 14.9 58 12.1 58 12.7 58 15.1 63 12.9 63 14.5 63 14.7 66 13.2 66 14.5 69 13.8 71 13.7 50
55 46 9.2 46 9.7 46 11.2 46 12.7 54 9.9 54 10.5 54 12.9 59 10.8 59 12.3 59 12.5 63 11.0 63 12.2 67 11.6 69 11.6 55
60 41 7.5 41 7.9 41 9.4 41 11.0 50 8.1 50 8.8 50 11.0 56 9.0 56 10.5 56 10.7 60 9.2 60 10.3 65 9.9 67 9.9 60
65 36 6.1 36 6.4 36 8.1 36 9.4 46 6.8 46 7.4 46 9.6 52 7.5 52 9.0 52 9.2 57 7.9 57 9.0 62 8.3 64 8.3 65
70 28 4.9 28 5.3 28 6.9 28 8.4 41 5.6 41 6.2 41 8.4 49 6.2 49 7.8 49 8.0 55 6.7 55 7.8 59 7.1 62 7.1 70
75 21 3.7 21 4.3 21 5.7 21 7.4 36 4.6 36 5.2 36 7.4 45 5.3 45 6.8 45 6.9 52 5.6 52 6.7 57 6.1 59 6.1 75
80 30 3.8 30 4.2 30 6.4 41 4.4 41 6.0 41 6.0 49 4.7 49 5.7 54 5.3 56 5.3 80
85 23 2.9 23 3.6 23 5.8 36 3.6 36 5.1 36 5.3 45 4.0 45 4.9 51 4.5 54 4.5 85
90 32 2.9 32 4.4 32 4.7 41 3.3 41 4.4 48 3.8 51 3.8 90
95 26 2.3 26 3.9 26 4.1 37 2.7 37 3.8 45 3.2 49 3.2 95

100 19 1.8 19 3.4 19 3.6 33 2.1 33 3.1 42 2.7 46 2.7 100
110 21 1.3 21 2.3 34 1.9 39 1.9 110
120 120
130 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4
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Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L 1) L L L L L L L L L L L L L
8 69 150.0* 8
9 68 133.4* 9

10 66 122.1 119.1 73 109.6 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 110.4 105.8 69 101.1 69 70.5 69 65.8 75 88.2 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 98.3 94.0 67 92.0 67 70.5 67 61.5 73 86.8 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 74.9 76 70.5 76 69.7 76 45.9 14
16 54 85.3 83.4 64 83.0 64 70.5 64 57.8 70 81.2 70 64.7 70 70.5 70 61.5 70 40.9 74 60.6 74 70.5 74 70.5 74 66.5 74 42.5 16
18 50 75.6 74.8 62 74.7 62 69.6 62 54.6 69 73.8 69 60.5 69 69.3 69 57.6 69 38.3 73 56.6 73 66.4 73 69.5 73 62.6 73 39.8 18
20 45 66.9 66.9 59 66.9 59 67.5 59 51.6 67 66.4 67 56.6 67 66.9 67 54.0 67 35.8 72 52.8 72 62.5 72 67.3 72 58.8 72 37.3 20
25 30 52.4 52.4 52 52.2 52 52.9 52 45.8 61 51.7 61 49.1 61 53.1 61 47.0 61 31.1 67 45.3 67 52.0 67 52.6 67 50.9 67 32.2 25
30 43 44.1 43 43.0 43 41.3 55 43.5 55 42.8 55 43.0 55 41.5 55 27.5 63 39.4 63 44.0 63 42.5 63 43.9 63 28.3 30
35 33 34.4 33 35.3 33 35.9 49 33.8 49 34.1 49 35.5 49 36.2 49 24.6 58 33.0 58 34.2 58 34.8 58 36.5 58 25.3 35
40 17 27.4 17 28.3 17 29.2 42 27.2 42 27.4 42 28.7 42 30.0 42 22.3 53 26.3 53 27.4 53 28.0 53 29.8 53 22.9 40
45 34 22.3 34 22.5 34 23.8 34 25.2 34 20.4 48 21.4 48 22.5 48 23.2 48 24.9 48 20.9 45
50 21 18.5 21 18.7 21 20.1 21 21.2 21 19.0 41 17.6 41 18.7 41 19.4 41 21.0 41 19.1 50
55 35 14.6 35 15.7 35 16.3 35 17.8 35 17.7 55
60 26 12.2 26 13.3 26 13.8 26 15.3 26 16.4 60
65 12 10.2 12 11.5 12 11.9 12 13.5 12 14.6 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4

1) Over rear with superstructure pin engaged.
* With additional equipment.

Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 69 122.1 8
9 68 113.6 9

10 66 105.4 73 105.4 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 92.5 69 92.3 69 70.5 69 65.8 75 86.7 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 81.7 67 81.5 67 70.5 67 61.5 73 77.1 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 71.4 76 68.9 76 69.7 76 45.9 14
16 54 72.0 64 70.6 64 70.0 64 57.8 70 64.5 70 63.9 70 66.1 70 61.5 70 40.9 74 58.3 74 60.3 74 61.1 74 63.5 74 42.5 16
18 50 62.5 62 60.9 62 62.4 62 54.6 69 55.7 69 56.2 69 58.1 69 56.9 69 38.3 73 51.0 73 52.4 73 53.3 73 55.7 73 39.8 18
20 45 53.2 59 52.0 59 53.3 59 51.2 67 48.1 67 48.5 67 50.3 67 52.0 67 35.8 72 44.2 72 45.5 72 46.4 72 48.6 72 37.3 20
25 30 36.1 52 35.8 52 37.0 52 37.9 61 34.9 61 35.3 61 37.0 61 38.4 61 31.1 67 32.8 67 34.2 67 35.0 67 37.0 67 32.2 25
30 43 25.8 43 26.9 43 27.8 55 25.4 55 25.8 55 27.1 55 28.5 55 27.3 63 24.7 63 25.8 63 26.5 63 28.4 63 28.2 30
35 33 19.8 33 20.8 33 21.5 49 19.2 49 19.7 49 21.0 49 22.3 49 22.3 58 18.6 58 19.7 58 20.4 58 22.1 58 23.2 35
40 17 15.3 17 16.2 17 17.1 42 15.1 42 15.5 42 16.6 42 17.9 42 17.9 53 14.4 53 15.5 53 15.9 53 17.7 53 18.8 40
45 34 12.0 34 12.3 34 13.4 34 14.7 34 14.7 48 11.2 48 12.3 48 12.9 48 14.5 48 15.6 45
50 21 9.7 21 9.9 21 11.0 21 12.2 21 12.3 41 8.9 41 9.9 41 10.6 41 12.1 41 13.1 50
55 35 7.1 35 8.0 35 8.6 35 10.2 35 11.1 55
60 26 5.5 26 6.4 26 7.0 26 8.6 26 9.4 60
65 12 4.3 12 5.2 12 5.7 12 7.2 12 8.1 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4
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Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 8
9 9

10 10
12 12
14 78 58.2 78 58.5 78 66.1 78 40.6 14
16 77 54.3 77 54.8 77 66.1 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 50.9 76 51.3 76 64.4 76 35.1 78 46.2 78 46.7 78 36.9 80 40.4 80 35.4 80 32.0 18
20 75 47.6 75 48.1 75 62.1 75 32.8 77 43.5 77 43.9 77 35.0 79 39.6 79 35.0 79 31.7 80 30.9 80 27.6 20
25 71 41.0 71 41.4 71 52.8 71 28.3 74 37.7 74 38.3 74 30.5 76 34.8 76 31.6 76 28.2 78 30.9 78 27.6 79 22.9 80 20.3 25
30 68 35.7 68 36.2 68 42.7 68 24.7 71 33.1 71 33.6 71 26.9 74 30.8 74 28.6 74 25.3 76 28.6 76 25.8 78 22.9 79 20.3 30
35 64 31.5 64 32.0 64 35.8 64 22.0 68 29.4 68 29.9 68 24.2 71 27.6 71 25.9 71 22.8 74 25.7 74 23.4 76 22.9 76 20.3 35
40 60 26.7 60 27.2 60 29.1 60 19.8 65 26.2 65 26.7 65 21.8 69 24.8 69 23.6 69 20.7 72 23.3 72 21.6 74 21.6 75 19.6 40
45 56 21.9 56 22.3 56 24.1 56 18.0 62 22.3 62 23.1 62 20.0 66 22.5 66 21.5 66 18.9 69 21.1 69 19.9 71 19.9 72 17.6 45
50 51 18.1 51 18.5 51 20.3 51 16.4 58 18.7 58 19.6 58 18.4 63 19.6 63 19.9 63 17.3 66 19.1 66 18.4 69 18.3 71 15.8 50
55 46 15.0 46 15.5 46 17.2 46 15.1 54 15.8 54 16.6 54 17.0 59 16.7 59 18.0 59 15.9 63 16.8 63 17.0 67 16.7 69 14.3 55
60 41 12.4 41 13.0 41 14.6 41 13.9 50 13.5 50 14.2 50 15.6 56 14.2 56 15.7 56 14.6 60 14.4 60 15.7 65 15.1 67 13.0 60
65 36 10.4 36 10.9 36 12.8 36 12.9 46 11.5 46 12.2 46 14.1 52 12.2 52 13.9 52 13.6 57 12.6 57 13.7 62 13.2 64 11.8 65
70 28 8.8 28 9.4 28 11.1 28 12.2 41 9.8 41 10.4 41 12.6 49 10.4 49 12.2 49 12.1 55 10.9 55 12.0 59 11.7 62 10.8 70
75 21 7.3 21 8.1 21 9.4 21 11.5 36 8.3 36 8.9 36 11.2 45 8.9 45 10.7 45 10.8 52 9.5 52 10.6 57 10.2 59 9.7 75
80 30 7.0 30 7.7 30 10.1 41 7.7 41 9.4 41 9.7 49 8.3 49 9.4 54 8.7 56 8.6 80
85 23 5.8 23 6.7 23 9.1 36 6.7 36 8.2 36 8.7 45 7.1 45 8.2 51 7.6 54 7.6 85
90 32 5.7 32 7.5 32 7.7 41 6.1 41 7.4 48 6.7 51 6.7 90
95 26 4.9 26 6.7 26 6.9 37 5.3 37 6.6 45 5.9 49 5.9 95

100 19 4.2 19 5.9 19 6.2 33 4.6 33 5.9 42 5.1 46 5.1 100
110 21 3.3 21 4.6 34 3.9 39 3.9 110
120 23 2.9 31 2.9 120
130 21 2.1 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o o o o o o  o  o o

L L L L L L L L L L L L L L
8 8
9 9

10 10
12 12
14 78 58.2 78 58.5 78 65.0 78 40.6 14
16 77 54.2 77 54.8 77 58.5 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 48.2 76 48.9 76 51.4 76 35.1 78 45.1 78 45.7 78 36.9 80 40.4 80 35.4 80 32.0 18
20 75 42.0 75 42.7 75 45.1 75 32.8 77 40.8 77 41.7 77 35.0 79 39.3 79 35.0 79 31.7 80 30.9 80 27.6 20
25 71 31.7 71 32.2 71 34.4 71 28.3 74 31.1 74 32.0 74 30.5 76 30.7 76 31.6 76 28.2 78 29.1 78 27.6 79 22.9 80 20.3 25
30 68 24.6 68 25.0 68 27.2 68 24.7 71 24.4 71 25.3 71 26.9 74 24.5 74 26.5 74 25.3 76 24.0 76 25.3 78 22.7 79 20.3 30
35 64 19.0 64 19.5 64 21.5 64 22.0 68 19.7 68 20.4 68 23.1 71 20.1 71 22.0 71 22.0 74 19.8 74 21.1 76 19.8 76 19.1 35
40 60 14.8 60 15.3 60 17.0 60 18.8 65 15.5 65 16.4 65 18.8 69 16.4 69 18.1 69 18.3 72 16.4 72 17.7 74 16.7 75 16.2 40
45 56 11.6 56 12.1 56 13.8 56 15.4 62 12.5 62 13.2 62 15.6 66 13.4 66 14.9 66 15.1 69 13.5 69 14.9 71 14.1 72 13.9 45
50 51 9.2 51 9.7 51 11.5 51 13.0 58 10.0 58 10.8 58 13.1 63 10.9 63 12.6 63 12.6 66 11.2 66 12.4 69 11.9 71 11.8 50
55 46 7.3 46 7.8 46 9.5 46 11.1 54 8.1 54 8.9 54 11.1 59 8.9 59 10.5 59 10.6 63 9.3 63 10.4 67 9.9 69 9.9 55
60 41 5.7 41 6.2 41 7.9 41 9.4 50 6.6 50 7.2 50 9.4 56 7.2 56 8.8 56 9.0 60 7.7 60 8.8 65 8.2 67 8.2 60
65 36 4.6 36 5.0 36 6.6 36 8.1 46 5.2 46 5.9 46 8.1 52 5.9 52 7.6 52 7.7 57 6.3 57 7.4 62 7.0 64 7.0 65
70 28 3.5 28 4.0 28 5.5 28 7.1 41 4.2 41 4.8 41 7.1 49 4.8 49 6.5 49 6.6 55 5.3 55 6.4 59 5.8 62 5.8 70
75 21 2.5 21 3.0 21 4.5 21 6.0 36 3.3 36 3.9 36 6.1 45 3.9 45 5.5 45 5.7 52 4.4 52 5.5 57 4.8 59 4.8 75
80 30 2.5 30 3.1 30 5.3 41 3.1 41 4.7 41 4.9 49 3.6 49 4.7 54 4.0 56 4.0 80
85 23 1.8 23 2.5 23 4.7 36 2.5 36 4.0 36 4.2 45 2.9 45 4.0 51 3.3 54 3.3 85
90 32 2.0 32 3.5 32 3.6 41 2.2 41 3.3 48 2.8 51 2.8 90
95 26 1.4 26 3.0 26 3.0 37 1.7 37 2.8 45 2.3 49 2.3 95

100 19 2.5 19 2.5 33 1.2 33 2.3 42 1.8 46 1.8 100
110 21 1.4 110
120 120
130 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

9 9



Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L 1) L L L L L L L L L L L L L
8 69 150.0* 8
9 68 133.4* 9

10 66 122.0 117.0 73 109.6 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 107.6 102.0 69 100.6 69 70.5 69 65.8 75 88.2 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 91.3 89.1 67 88.7 67 70.5 67 61.5 73 85.8 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 74.9 76 70.5 76 69.7 76 45.9 14
16 54 78.8 78.5 64 78.2 64 70.5 64 57.8 70 77.8 70 64.7 70 70.5 70 61.5 70 40.9 74 60.6 74 70.5 74 70.5 74 66.5 74 42.5 16
18 50 69.9 69.9 62 69.6 62 67.1 62 54.6 69 69.2 69 60.5 69 67.2 69 57.6 69 38.3 73 56.6 73 64.3 73 65.2 73 62.6 73 39.8 18
20 45 62.1 62.1 59 61.9 59 62.5 59 51.6 67 61.0 67 56.6 67 62.6 67 54.0 67 35.8 72 52.7 72 57.6 72 58.5 72 58.5 72 37.3 20
25 30 48.1 48.1 52 47.7 52 48.0 52 45.8 61 45.5 61 45.8 61 47.6 61 47.0 61 31.1 67 41.4 67 42.8 67 43.6 67 45.9 67 32.2 25
30 43 34.4 43 35.5 43 36.4 55 33.7 55 34.1 55 35.7 55 37.2 55 27.5 63 32.8 63 34.4 63 35.0 63 37.0 63 28.3 30
35 33 25.8 33 27.0 33 27.7 49 25.2 49 25.6 49 27.2 49 28.5 49 24.6 58 24.5 58 25.6 58 26.3 58 28.4 58 25.3 35
40 17 20.0 17 21.1 17 21.8 42 19.6 42 20.0 42 21.3 42 22.6 42 22.0 53 18.9 53 20.0 53 20.7 53 22.4 53 22.7 40
45 34 15.7 34 16.0 34 17.3 34 18.6 34 18.5 48 14.9 48 16.0 48 16.6 48 18.4 48 19.2 45
50 21 12.7 21 13.0 21 14.2 21 15.5 21 15.5 41 11.8 41 13.0 41 13.5 41 15.3 41 16.2 50
55 35 9.4 35 10.6 35 11.1 35 12.8 35 13.8 55
60 26 7.4 26 8.5 26 9.2 26 10.8 26 11.8 60
65 12 5.7 12 7.0 12 7.5 12 9.4 12 10.3 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4

1) Over rear with superstructure pin engaged.
* With additional equipment.

Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 69 118.1 8
9 68 109.9 9

10 66 101.8 73 101.2 73 70.5 73 70.2 77 87.0 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 87.9 69 81.5 69 70.5 69 65.8 75 71.8 75 72.2 75 69.0 75 69.7 75 47.5 78 63.5 78 65.4 78 66.5 78 67.8 78 49.7 12
14 58 73.3 67 64.9 67 65.6 67 61.5 73 58.0 73 58.5 73 60.6 73 62.7 73 44.0 76 51.9 76 53.6 76 54.6 76 57.3 76 45.9 14
16 54 59.5 64 53.4 64 54.8 64 55.3 70 48.1 70 48.8 70 50.6 70 52.6 70 40.9 74 43.4 74 45.0 74 45.9 74 48.5 74 42.5 16
18 50 48.7 62 45.6 62 46.9 62 48.0 69 41.3 69 41.8 69 43.6 69 45.5 69 38.3 73 37.4 73 38.9 73 39.7 73 42.2 73 39.8 18
20 45 39.0 59 38.5 59 39.8 59 40.9 67 35.3 67 35.7 67 37.4 67 39.2 67 35.8 72 32.0 72 33.5 72 34.2 72 36.6 72 37.1 20
25 30 25.9 52 25.6 52 26.8 52 27.6 61 24.9 61 25.4 61 26.9 61 28.4 61 28.5 67 23.4 67 24.7 67 25.4 67 27.5 67 28.8 25
30 43 18.0 43 19.1 43 19.8 55 17.4 55 17.8 55 19.3 55 20.7 55 20.7 63 16.7 63 17.8 63 18.5 63 20.4 63 21.5 30
35 33 13.2 33 14.3 33 15.0 49 12.8 49 13.2 49 14.4 49 15.7 49 15.9 58 12.1 58 13.2 58 13.9 58 15.5 58 16.6 35
40 17 10.0 17 10.8 17 11.5 42 9.4 42 9.8 42 11.1 42 12.3 42 12.5 53 8.7 53 9.8 53 10.5 53 12.2 53 13.1 40
45 34 7.1 34 7.5 34 8.6 34 9.9 34 9.9 48 6.4 48 7.5 48 8.2 48 9.7 48 10.6 45
50 21 5.4 21 5.7 21 6.8 21 8.0 21 8.1 41 4.6 41 5.7 41 6.2 41 7.9 41 8.8 50
55 35 3.2 35 4.3 35 4.7 35 6.4 35 7.3 55
60 26 2.0 26 3.1 26 3.6 26 5.1 26 6.0 60
65 12 1.2 12 2.1 12 2.5 12 4.1 12 5.0 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4
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Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4

 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 8
9 9

10 10
12 12
14 78 58.2 78 58.5 78 66.1 78 40.6 14
16 77 54.3 77 54.8 77 66.1 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 50.9 76 51.3 76 61.8 76 35.1 78 46.2 78 46.7 78 36.9 80 40.4 80 35.4 80 32.0 18
20 75 47.6 75 48.1 75 56.3 75 32.8 77 43.5 77 43.9 77 35.0 79 39.6 79 35.0 79 31.7 80 30.9 80 27.6 20
25 71 39.3 71 39.9 71 42.7 71 28.3 74 37.4 74 38.3 74 30.5 76 34.8 76 31.6 76 28.2 78 30.9 78 27.6 79 22.9 80 20.3 25
30 68 30.5 68 31.1 68 33.5 68 24.7 71 29.8 71 30.9 71 26.9 74 29.6 74 28.6 74 25.3 76 28.4 76 25.8 78 22.9 79 20.3 30
35 64 24.9 64 25.4 64 27.5 64 22.0 68 24.8 68 24.8 68 24.2 71 24.0 71 25.6 71 22.8 74 23.5 74 23.4 76 22.9 76 20.3 35
40 60 19.3 60 19.8 60 21.6 60 19.8 65 20.0 65 20.9 65 21.7 69 19.7 69 22.8 69 20.7 72 19.5 72 21.0 74 19.5 75 19.3 40
45 56 15.3 56 15.7 56 17.7 56 18.0 62 16.2 62 17.0 62 19.0 66 16.8 66 18.6 66 18.5 69 17.0 69 18.4 71 16.6 72 16.4 45
50 51 12.1 51 12.7 51 14.7 51 15.9 58 13.1 58 13.9 58 16.2 63 14.0 63 15.7 63 15.9 66 14.3 66 15.5 69 14.6 71 14.5 50
55 46 9.6 46 10.2 46 12.1 46 13.7 54 10.6 54 11.3 54 13.7 59 11.5 59 13.2 59 13.5 63 11.9 63 13.0 67 12.7 69 12.7 55
60 41 7.6 41 8.3 41 10.0 41 11.6 50 8.5 50 9.4 50 11.6 56 9.4 56 11.2 56 11.4 60 9.8 60 11.0 65 10.7 67 10.7 60
65 36 5.9 36 6.6 36 8.4 36 10.1 46 7.0 46 7.7 46 10.1 52 7.9 52 9.7 52 9.9 57 8.1 57 9.4 62 9.0 64 9.0 65
70 28 4.8 28 5.4 28 7.1 28 8.7 41 5.7 41 6.3 41 8.7 49 6.4 49 8.3 49 8.4 55 6.9 55 8.1 59 7.6 62 7.6 70
75 21 3.8 21 4.2 21 6.0 21 7.4 36 4.5 36 5.2 36 7.7 45 5.3 45 7.1 45 7.2 52 5.7 52 6.9 57 6.4 59 6.4 75
80 30 3.5 30 4.2 30 6.8 41 4.4 41 6.1 41 6.4 49 4.7 49 6.0 54 5.3 56 5.3 80
85 23 2.7 23 3.4 23 5.8 36 3.4 36 5.1 36 5.4 45 4.0 45 5.1 51 4.5 54 4.5 85
90 32 2.7 32 4.4 32 4.7 41 3.2 41 4.4 48 3.6 51 3.6 90
95 26 2.1 26 3.8 26 4.1 37 2.4 37 3.8 45 3.0 49 3.0 95

100 19 1.6 19 3.1 19 3.6 33 1.9 33 3.1 42 2.5 46 2.5 100
110 21 1.2 21 2.1 34 1.6 39 1.6 110
120 120
130 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o o o o o o  o  o o

L L L L L L L L L L L L L L
8 8
9 9

10 10
12 12
14 78 48.3 78 49.1 78 51.9 78 40.6 14
16 77 40.8 77 41.5 77 44.2 77 37.6 79 39.2 79 40.3 79 38.7 16
18 76 35.4 76 36.0 76 38.6 76 35.1 78 34.2 78 35.3 78 36.5 80 33.4 80 33.8 80 32.0 18
20 75 30.5 75 31.2 75 33.6 75 32.8 77 29.7 77 30.8 77 34.1 79 29.3 79 31.5 79 31.5 80 28.2 80 27.3 20
25 71 22.4 71 23.1 71 25.3 71 27.2 74 22.2 74 23.2 74 26.3 76 22.2 76 24.4 76 24.4 78 21.6 78 23.2 79 21.2 80 19.9 25
30 68 16.9 68 17.6 68 19.6 68 21.5 71 17.0 71 17.9 71 20.8 74 17.3 74 19.3 74 19.5 76 17.1 76 18.4 78 17.1 79 16.7 30
35 64 12.5 64 13.0 64 14.8 64 16.6 68 13.2 68 14.0 68 16.6 71 13.9 71 15.7 71 15.9 74 13.7 74 15.0 76 13.8 76 13.6 35
40 60 9.2 60 9.6 60 11.4 60 13.1 65 10.0 65 10.7 65 13.1 69 10.9 69 12.7 69 12.9 72 11.2 72 12.5 74 11.4 75 11.2 40
45 56 6.8 56 7.3 56 9.0 56 10.6 62 7.5 62 8.4 62 10.6 66 8.4 66 10.2 66 10.4 69 8.8 69 9.9 71 9.4 72 9.2 45
50 51 5.0 51 5.5 51 7.1 51 8.8 58 5.7 58 6.6 58 8.8 63 6.6 63 8.3 63 8.4 66 7.0 66 8.1 69 7.5 71 7.5 50
55 46 3.6 46 4.0 46 5.6 46 7.3 54 4.3 54 5.1 54 7.3 59 5.1 59 6.8 59 6.8 63 5.5 63 6.6 67 6.0 69 6.0 55
60 41 2.5 41 2.9 41 4.4 41 6.0 50 3.1 50 3.8 50 6.0 56 3.8 56 5.5 56 5.5 60 4.2 60 5.3 65 4.9 67 4.9 60
65 36 1.4 36 1.9 36 3.4 36 5.0 46 2.1 46 2.8 46 5.0 52 2.8 52 4.5 52 4.5 57 3.2 57 4.3 62 3.9 64 3.9 65
70 28 2.6 28 4.1 41 1.9 41 4.1 49 2.1 49 3.7 49 3.7 55 2.4 55 3.5 59 3.0 62 3.0 70
75 21 1.7 21 3.3 36 1.1 36 3.4 45 1.4 45 2.9 45 3.0 52 1.6 52 2.7 57 2.3 59 2.3 75
80 30 2.7 41 2.3 41 2.5 49 2.1 54 1.6 56 1.6 80
85 23 2.2 36 1.8 36 1.8 45 1.6 51 1.1 54 1.1 85
90 32 1.3 32 1.4 41 1.1 90
95 95

100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

1111



Counterweight 0 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

36.1 48.6 48.6 48.6 61.4 61.4 61.4 61.4 61.4 73.8 73.8 73.8 73.8 73.8
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L 1) L L L L L L L L L L L L L
8 69 150.0* 8
9 68 133.4* 9

10 66 121.4 112.4 73 109.2 73 70.5 73 70.2 77 88.2 77 82.1 77 70.5 77 70.5 77 51.7 10
12 62 101.6 96.3 69 96.0 69 70.5 69 65.8 75 87.5 75 75.4 75 70.5 75 69.9 75 47.5 78 69.9 78 77.1 78 70.5 78 70.5 78 49.7 12
14 58 86.7 83.3 67 83.2 67 70.5 67 61.5 73 78.6 73 69.7 73 70.5 73 66.1 73 44.0 76 65.0 76 71.3 76 68.9 76 69.7 76 45.9 14
16 54 75.3 72.8 64 71.0 64 70.2 64 57.8 70 64.3 70 63.5 70 65.9 70 61.5 70 40.9 74 57.5 74 59.5 74 60.5 74 63.0 74 42.5 16
18 50 64.4 63.6 62 60.2 62 61.8 62 54.6 69 54.3 69 54.8 69 57.0 69 56.0 69 38.3 73 48.8 73 50.6 73 51.4 73 54.3 73 39.8 18
20 45 53.8 54.5 59 50.5 59 52.1 59 51.2 67 45.5 67 45.9 67 48.1 67 50.1 67 35.8 72 40.8 72 42.5 72 43.4 72 46.2 72 37.3 20
25 30 35.1 34.5 52 34.3 52 35.7 52 36.6 61 32.1 61 32.5 61 34.4 61 36.2 61 31.1 67 28.4 67 30.0 67 31.0 67 33.4 67 32.2 25
30 43 23.1 43 24.2 43 25.1 55 22.5 55 22.9 55 24.4 55 26.0 55 26.2 63 21.6 63 21.6 63 23.8 63 25.9 63 27.3 30
35 33 16.8 33 17.9 33 18.7 49 16.3 49 16.6 49 18.1 49 19.5 49 19.7 58 15.5 58 16.8 58 17.4 58 19.4 58 20.6 35
40 17 12.5 17 13.3 17 14.2 42 11.9 42 12.4 42 13.7 42 15.0 42 15.3 53 11.3 53 12.4 53 13.1 53 14.9 53 15.9 40
45 34 8.8 34 9.4 34 10.7 34 11.8 34 12.2 48 8.1 48 9.4 48 10.0 48 12.0 48 12.9 45
50 21 6.5 21 7.2 21 8.4 21 9.7 21 9.9 41 5.9 41 6.9 41 7.7 41 9.7 41 10.6 50
55 35 4.0 35 5.1 35 5.9 35 7.8 35 8.7 55
60 26 2.5 26 3.7 26 4.4 26 6.2 26 7.2 60
65 12 1.4 12 2.6 12 3.0 12 5.0 12 5.9 65
70 70
75 75
80 80
85 85
90 90
95 95
100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 0 0 0 0 46 0 0 0 0 93 46 46 0 0 Tel. 1
Tel. 2 0 46 0 0 46 93 46 0 0 46 93 46 46 0 Tel. 2
Tel. 3 0 0 46 0 0 0 46 46 0 0 0 46 46 46 Tel. 3
Tel. 4 0 0 0 46 0 0 0 46 93 0 0 0 46 93 Tel. 4

1) Over rear with superstructure pin engaged.
* With additional equipment.

Counterweight 0 lbs
Lifting capacities in 1,000 lbs according per SAE J765 
on telescopic boom,On outriggers, 360o working area

Working Outrigger base 14.44 ft
Radius

(ft) Boom length (ft)

36.1 48.6 61.4
 o  o  o

L L L
10 66 90.0 73 69.9 77 51.7 10
12 62 65.7 69 59.8 75 47.5 12
14 58 50.7 67 47.4 73 42.9 14
16 54 39.9 64 38.8 70 36.6 16
18 50 32.0 62 32.6 69 31.4 18
20 45 25.1 59 27.1 67 26.8 20
25 30 15.9 52 17.5 61 18.6 25
30 43 12.0 55 12.9 30
35 33 8.6 49 9.5 35
40 17 6.1 42 6.8 40
45 34 5.2 45
50 21 3.9 50
55 55
60 60

Tel. 1 0 0 0 Tel. 1
Tel. 2 0 0 0 Tel. 2
Tel. 3 0 0 0 Tel. 3
Tel. 4 0 46 93 Tel. 4

Telescoping sequence %
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Counterweight 0 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on telescopic boom

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Radius

(ft) Boom length (ft) (ft)

86.3 86.3 86.3 86.3 98.8 98.8 98.8 111.5 111.5 111.5 124.0 124.0 136.5 144.4
 o  o  o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L L L
8 8
9 9
10 10
12 12
14 78 58.2 78 58.5 78 64.8 78 40.6 14
16 77 53.0 77 53.8 77 57.6 77 37.6 79 49.2 79 49.6 79 38.7 16
18 76 45.7 76 46.6 76 49.4 76 35.1 78 43.2 78 44.1 78 36.9 80 38.9 80 35.4 80 32.0 18
20 75 38.4 75 39.3 75 42.2 75 32.8 77 37.0 77 38.3 77 35.0 79 36.1 79 35.0 79 31.7 80 30.7 80 27.6 20
25 71 27.2 71 27.8 71 30.6 71 28.3 74 26.8 74 27.9 74 30.3 76 26.5 76 28.9 76 28.0 78 25.7 78 26.3 79 22.9 80 20.3 25
30 68 20.3 68 20.8 68 23.2 68 24.6 71 20.0 71 21.1 71 24.2 74 20.3 74 22.5 74 22.7 76 19.8 76 21.4 78 19.7 79 19.2 30
35 64 15.8 64 16.5 64 18.6 64 20.5 68 16.0 68 17.1 68 19.9 71 15.9 71 18.1 71 18.3 74 15.7 74 17.3 76 15.8 76 15.5 35
40 60 11.7 60 12.2 60 14.1 60 15.9 65 12.6 65 13.5 65 16.1 69 13.5 69 15.5 69 15.7 72 12.8 72 14.1 74 13.0 75 12.7 40
45 56 8.5 56 9.2 56 11.0 56 12.7 62 9.6 62 10.3 62 12.9 66 10.5 66 12.3 66 12.5 69 10.7 69 11.9 71 11.3 72 10.4 45
50 51 6.2 51 6.7 51 8.7 51 10.5 58 7.3 58 7.9 58 10.6 63 8.1 63 10.0 63 10.3 66 8.6 66 9.8 69 9.2 71 8.8 50
55 46 4.3 46 4.8 46 6.9 46 8.6 54 5.3 54 6.1 54 8.6 59 6.2 59 8.2 59 8.4 63 6.7 63 8.0 67 7.4 69 7.4 55
60 41 2.9 41 3.5 41 5.3 41 7.0 50 3.7 50 4.6 50 7.1 56 4.6 56 6.6 56 6.8 60 5.1 60 6.4 65 5.9 67 5.9 60
65 36 1.9 36 2.3 36 4.1 36 5.7 46 2.6 46 3.3 46 5.9 52 3.5 52 5.2 52 5.5 57 3.9 57 5.2 62 4.6 64 4.6 65
70 28 3.1 28 4.8 41 1.7 41 2.4 41 4.8 49 2.6 49 4.3 49 4.6 55 2.9 55 4.2 59 3.5 62 3.5 70
75 21 2.1 21 3.9 36 1.6 36 3.9 45 1.7 45 3.5 45 3.6 52 2.0 52 3.3 57 2.7 59 2.7 75
80 30 3.2 41 2.7 41 2.7 49 2.5 54 2.0 56 2.0 80
85 23 2.7 36 2.0 36 2.2 45 1.8 51 1.4 54 1.4 85
90 32 1.5 32 1.7 41 1.4 90
95 95

100 100
110 110
120 120
130 130

Telescoping sequence %
Tel. 1 93 93 46 0 93 93 0 93 46 0 93 46 93 100 Tel. 1
Tel. 2 93 46 46 0 93 46 46 93 46 93 93 93 93 100 Tel. 2
Tel. 3 0 46 46 93 46 46 93 46 93 93 93 93 93 100 Tel. 3
Tel. 4 0 0 46 93 0 46 93 46 93 93 46 93 93 100 Tel. 4

Counterweight  33,069lbs Counterweight  27,558lbs Counterweight  13,228lbs
Lifting capacities in 1,000 lbs according per SAE J765 Lifting capacities in 1,000 lbs according per SAE J765 Lifting capacities in 1,000 lbs according per SAE J765 

on telescopic boom on telescopic boom on telescopic boom
Working On rubber/ over rear Working On rubber/ over rear Working On rubber/ over rear
Radius Radius Radius

(ft) Boom length (ft) (ft) Boom length (ft) (ft) Boom length (ft)

36.1 48.6 61.4 36.1 48.6 61.4 36.1 48.6 61.4
 o  o  o  o  o  o  o  o  o

L ** L ** L ** L ** L ** L ** L ** L ** L **
10 66 47.0 73 47.9 77 48.3 10 10 66 47.0 73 48.0 77 46.0 10 10 66 40.6 73 38.3 77 35.7 10
12 62 42.0 69 42.9 75 43.2 12 12 62 42.0 69 41.8 75 39.5 12 12 62 33.5 69 32.0 75 30.4 12
14 58 37.8 67 38.7 73 38.2 14 14 58 36.2 67 36.1 73 34.4 14 14 58 27.5 67 27.4 73 26.3 14
16 54 33.6 64 34.9 70 33.9 16 16 54 30.2 64 31.5 70 30.1 16 16 54 22.7 64 23.8 70 22.9 16
18 50 29.1 62 30.6 69 30.4 18 18 50 25.9 62 27.4 69 27.0 18 18 50 19.3 62 20.7 69 20.3 18
20 45 24.9 59 26.4 67 27.1 20 20 45 22.0 59 23.6 67 24.0 20 20 45 16.2 59 17.7 67 18.0 20
25 30 19.2 52 19.5 61 20.2 25 25 30 15.8 52 17.2 61 18.0 25 25 30 11.1 52 12.6 61 13.4 25
30 43 14.9 55 15.6 30 30 43 12.9 55 13.8 30 30 43 9.2 55 9.9 30
35 33 11.6 49 12.3 35 35 33 10.1 49 10.7 35 35 33 6.8 49 7.5 35
40 17 9.2 42 9.9 40 40 17 7.9 42 8.6 40 40 17 5.1 42 5.8 40
45 34 8.2 45 45 34 6.9 45 45 34 4.4 45
50 21 6.7 50 50 21 5.5 50 50 21 3.4 50
55 55 55 55 55 55
60 60 60 60 60 60

Tel. 1 0 0 0 Tel. 1 Tel. 1 0 0 0 Tel. 1 Tel. 1 0 0 0 Tel. 1
Tel. 2 0 0 0 Tel. 2 Tel. 2 0 0 0 Tel. 2 Tel. 2 0 0 0 Tel. 2
Tel. 3 0 0 0 Tel. 3 Tel. 3 0 0 0 Tel. 3 Tel. 3 0 0 0 Tel. 3
Tel. 4 0 46 93 Tel. 4 Tel. 4 0 46 93 Tel. 4 Tel. 4 0 46 93 Tel. 4

** Over rear with superstructure locking pin engaged. ** Over rear with superstructure locking pin engaged. ** Over rear with superstructure locking pin engaged.

Counterweight  0lbs
Lifting capacities in 1,000 lbs according per SAE J765 

on telescopic boom
Working On rubber/ over rear
Radius

(ft) Boom length (ft)

36.1 48.6 61.4
 o  o  o

L ** L ** L **
10 66 30.0 73 28.5 77 27.0 10
12 62 24.0 69 23.6 75 22.6 12
14 58 18.8 67 20.0 73 19.2 14
16 54 15.2 64 16.7 70 16.6 16
18 50 12.6 62 14.2 69 14.6 18
20 45 10.3 59 11.9 67 12.7 20
25 30 6.5 52 7.9 61 8.7 25
30 43 5.3 55 6.0 30
35 33 3.6 49 4.3 35
40 17 2.3 42 3.0 40
45 34 2.0 45
50 50
55 55
60 60

Tel. 1 0 0 0 Tel. 1
Tel. 2 0 0 0 Tel. 2
Tel. 3 0 0 0 Tel. 3
Tel. 4 0 46 93 Tel. 4

** Over rear with superstructure locking pin engaged.

Telescoping sequence %

Telescoping sequence % Telescoping sequence % Telescoping sequence %
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Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 21.0 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 19.1 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.6 52 17.1 58 15.4 71 17.7 75 14.7 78 12.9 76 12.5 79 11.4 77 11.6 80 10.7 40
45 38 16.0 45 16.1 50 14.9 68 16.3 72 13.8 75 12.3 74 11.6 77 10.9 75 10.9 78 10.2 45
50 30 14.6 37 15.3 66 15.3 70 13.1 72 11.7 73 10.9 76 10.3 78 9.4 74 10.3 77 9.7 79 9.1 50
55 63 14.2 67 12.4 70 11.2 71 10.2 74 9.8 76 9.0 72 9.7 75 9.2 77 8.6 55
60 61 13.0 65 11.8 67 10.7 70 9.6 73 9.4 75 8.5 71 9.1 74 8.8 76 8.3 60
65 58 12.0 62 11.3 64 10.4 68 9.1 70 8.9 72 8.2 69 8.5 72 8.4 74 8.0 65
70 55 11.0 59 10.8 61 10.1 66 8.6 69 8.4 71 7.9 68 8.1 70 7.9 72 7.6 70
75 52 10.1 56 10.2 58 9.7 64 8.2 67 8.0 69 7.6 66 7.7 68 7.5 70 7.3 75
80 49 9.3 53 9.5 55 9.4 62 7.8 65 7.6 67 7.4 64 7.1 67 7.1 69 7.0 80
85 46 8.6 50 8.9 52 8.8 60 7.1 63 7.3 65 7.1 62 6.4 65 6.6 67 6.6 85
90 43 7.8 46 8.0 48 8.2 58 6.6 61 6.8 63 6.7 60 5.9 63 6.1 65 6.1 90
95 40 7.0 43 7.3 44 7.4 56 6.1 59 6.3 61 6.4 58 5.4 61 5.6 63 5.6 95
100 36 6.1 39 6.5 40 6.6 53 5.6 56 5.8 58 6.0 56 4.9 59 5.2 60 5.2 100
110 26 4.8 29 4.8 49 4.6 52 4.8 53 5.0 52 4.1 49 4.3 56 4.5 110
120 11 3.8 43 3.8 46 4.1 47 4.2 47 3.4 46 3.6 51 3.8 120
130 38 2.8 40 3.0 41 3.2 42 2.7 44 2.9 45 2.9 130
140 31 2.1 33 2.3 35 2.1 37 2.3 39 2.3 140
150 20 1.6 23 1.6 27 1.4 30 1.6 150
160 160

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 10.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 10.6 74 9.1 79 7.6 74 7.7 79 7.5 75 7.3 55
60 42 8.1 52 7.7 60 7.2 67 10.5 73 8.8 78 7.5 73 7.7 78 7.2 74 7.3 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 10.2 70 8.4 75 7.3 71 7.7 76 6.9 72 7.3 77 6.6 65
70 31 7.1 41 7.1 46 6.9 62 9.7 68 8.1 73 7.1 70 7.3 75 6.5 71 6.8 76 6.3 80 5.9 70
75 23 6.5 32 7.0 37 6.7 60 9.3 66 7.8 71 7.0 68 6.9 73 6.3 77 5.9 69 6.4 74 6.1 78 5.6 75
80 14 6.0 21 6.8 58 8.9 63 7.6 68 6.8 67 6.5 72 6.1 75 5.7 68 6.1 73 5.9 76 5.5 80
85 55 8.2 61 7.3 65 6.6 65 6.2 70 6.0 73 5.5 66 5.8 71 5.5 74 5.3 85
90 53 7.7 59 7.1 63 6.5 64 6.0 69 5.8 72 5.4 65 5.4 70 5.4 73 5.1 90
95 51 7.1 57 6.8 60 6.3 62 5.7 67 5.5 70 5.2 63 5.0 68 5.1 71 5.0 95
100 48 6.5 54 6.6 57 6.1 60 5.4 65 5.2 68 5.0 62 4.5 66 4.7 70 4.8 100
110 42 5.3 48 5.9 51 5.8 56 4.5 61 4.9 64 4.7 58 3.9 62 4.1 66 4.3 110
120 36 4.3 41 4.7 44 5.2 52 3.8 56 4.3 59 4.3 54 3.2 59 3.5 62 3.6 120
130 27 3.3 33 3.8 48 3.2 52 3.6 55 3.8 50 2.7 55 2.9 58 3.1 130
140 15 2.6 23 2.6 43 2.5 47 2.9 50 3.2 46 2.1 50 2.5 53 2.7 140
150 37 1.8 41 2.1 43 2.3 40 1.6 44 2.0 46 2.2 150
160 30 1.2 34 1.6 33 1.2 38 1.5 41 1.6 160

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 21.0 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 19.1 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.6 52 17.1 58 15.4 71 17.6 75 14.7 78 12.9 76 12.5 79 11.4 77 11.6 80 10.7 40
45 38 16.0 45 16.1 50 14.9 68 15.8 72 13.8 75 12.3 74 11.6 77 10.9 75 10.9 78 10.2 45
50 30 14.6 37 15.3 66 13.5 70 13.1 72 11.7 73 10.9 76 10.3 78 9.4 74 10.3 77 9.7 79 9.1 50
55 63 11.3 67 11.9 70 11.2 71 10.2 74 9.8 76 9.0 72 9.7 75 9.2 77 8.6 55
60 61 9.4 65 10.3 67 10.6 70 9.5 73 9.4 75 8.5 71 9.1 74 8.8 76 8.3 60
65 58 8.1 62 8.8 64 9.4 68 8.3 70 8.9 72 8.2 69 8.3 72 8.4 74 8.0 65
70 55 6.9 59 7.6 61 8.1 66 7.1 69 7.8 71 7.9 68 7.1 70 7.6 72 7.6 70
75 52 5.8 56 6.5 58 6.8 64 6.0 67 6.7 69 7.1 66 6.0 68 6.7 70 7.0 75
80 49 4.9 53 5.5 55 5.7 62 5.1 65 5.7 67 6.2 64 5.1 67 5.7 69 6.2 80
85 46 4.0 50 4.7 52 4.9 60 4.4 63 4.9 65 5.3 62 4.2 65 4.9 67 5.3 85
90 43 3.3 46 3.8 48 4.1 58 3.8 61 4.2 63 4.7 60 3.6 63 4.2 65 4.5 90
95 40 2.8 43 3.2 44 3.3 56 3.1 59 3.5 61 4.0 58 3.0 61 3.5 63 3.9 95
100 36 2.3 39 2.7 40 2.7 53 2.5 56 2.9 58 3.3 56 2.5 59 2.9 60 3.3 100
110 26 1.4 29 1.7 49 1.6 52 1.9 53 2.1 52 1.5 49 1.9 56 2.1 110
120 46 1.2 47 1.4 46 1.2 51 1.4 120
130 130

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 33,069 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 10.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 10.6 74 9.1 79 7.6 74 7.7 79 7.5 75 7.3 55
60 42 8.1 52 7.7 60 7.2 67 10.3 73 8.8 78 7.5 73 7.7 78 7.2 74 7.3 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 8.8 70 8.4 75 7.3 71 7.7 76 6.9 72 7.3 77 6.6 65
70 31 7.1 41 7.1 46 6.9 62 7.6 68 8.1 73 7.1 70 7.3 75 6.5 71 6.8 76 6.3 80 5.9 70
75 23 6.5 32 7.0 37 6.7 60 6.5 66 7.5 71 7.0 68 6.5 73 6.3 77 5.9 69 6.2 74 6.1 78 5.6 75
80 14 6.0 21 6.8 58 5.6 63 6.6 68 6.7 67 5.6 72 6.1 75 5.7 68 5.5 73 5.9 76 5.5 80
85 55 4.9 61 5.8 65 6.4 65 4.9 70 5.8 73 5.5 66 4.7 71 5.5 74 5.3 85
90 53 4.2 59 4.9 63 5.6 64 4.1 69 5.1 72 5.4 65 4.0 70 4.9 73 5.1 90
95 51 3.5 57 4.2 60 4.9 62 3.4 67 4.4 70 5.0 63 3.4 68 4.3 71 4.9 95
100 48 2.9 54 3.6 57 4.2 60 2.9 65 3.8 68 4.4 62 2.9 66 3.8 70 4.4 100
110 42 2.1 48 2.6 51 3.0 56 1.9 61 2.7 64 3.2 58 1.9 62 2.6 66 3.2 110
120 41 1.6 44 2.0 52 1.2 56 1.9 59 2.2 54 1.2 59 1.8 62 2.2 120
130 52 1.2 55 1.4 58 1.4 130

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 21.0 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 19.1 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.6 52 17.1 58 15.4 71 17.7 75 14.7 78 12.9 76 12.5 79 11.4 77 11.6 80 10.7 40
45 38 16.0 45 16.1 50 14.9 68 16.3 72 13.8 75 12.3 74 11.6 77 10.9 75 10.9 78 10.2 45
50 30 14.6 37 15.3 66 15.3 70 13.1 72 11.7 73 10.9 76 10.3 78 9.4 74 10.3 77 9.7 79 9.1 50
55 63 14.2 67 12.4 70 11.2 71 10.2 74 9.8 76 9.0 72 9.7 75 9.2 77 8.6 55
60 61 13.0 65 11.8 67 10.7 70 9.6 73 9.4 75 8.5 71 9.1 74 8.8 76 8.3 60
65 58 12.0 62 11.3 64 10.4 68 9.1 70 8.9 72 8.2 69 8.5 72 8.4 74 8.0 65
70 55 10.9 59 10.8 61 10.1 66 8.6 69 8.4 71 7.9 68 8.1 70 7.9 72 7.6 70
75 52 9.6 56 10.0 58 9.7 64 8.2 67 8.0 69 7.6 66 7.7 68 7.5 70 7.3 75
80 49 8.3 53 9.0 55 9.2 62 7.8 65 7.6 67 7.4 64 7.1 67 7.1 69 7.0 80
85 46 7.1 50 7.8 52 8.0 60 7.1 63 7.3 65 7.1 62 6.4 65 6.6 67 6.6 85
90 43 6.1 46 6.8 48 7.0 58 6.6 61 6.8 63 6.7 60 5.9 63 6.1 65 6.1 90
95 40 5.3 43 5.9 44 6.0 56 5.8 59 6.1 61 6.4 58 5.4 61 5.6 63 5.6 95
100 36 4.7 39 5.1 40 5.0 53 4.9 56 5.3 58 5.9 56 4.9 59 5.1 60 5.2 100
110 26 3.5 29 3.6 49 3.6 52 4.1 53 4.4 52 3.5 49 4.1 56 4.3 110
120 11 2.5 43 2.7 46 2.9 47 3.1 47 2.5 46 2.9 51 3.1 120
130 38 1.8 40 2.1 41 2.1 42 1.8 44 2.1 45 2.1 130
140 31 1.2 33 1.4 35 1.2 37 1.4 39 1.4 140
150 150

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 10.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 10.6 74 9.1 79 7.6 74 7.7 79 7.5 75 7.3 55
60 42 8.1 52 7.7 60 7.2 67 10.5 73 8.8 78 7.5 73 7.7 78 7.2 74 7.3 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 10.2 70 8.4 75 7.3 71 7.7 76 6.9 72 7.3 77 6.6 65
70 31 7.1 41 7.1 46 6.9 62 9.7 68 8.1 73 7.1 70 7.3 75 6.5 71 6.8 76 6.3 80 5.9 70
75 23 6.5 32 7.0 37 6.7 60 9.3 66 7.8 71 7.0 68 6.9 73 6.3 77 5.9 69 6.4 74 6.1 78 5.6 75
80 14 6.0 21 6.8 58 8.8 63 7.6 68 6.8 67 6.5 72 6.1 75 5.7 68 6.1 73 5.9 76 5.5 80
85 55 8.0 61 7.3 65 6.6 65 6.2 70 6.0 73 5.5 66 5.8 71 5.5 74 5.3 85
90 53 7.1 59 7.1 63 6.5 64 6.0 69 5.8 72 5.4 65 5.4 70 5.4 73 5.1 90
95 51 6.2 57 6.8 60 6.3 62 5.7 67 5.5 70 5.2 63 5.0 68 5.1 71 5.0 95
100 48 5.4 54 6.3 57 6.1 60 5.3 65 5.2 68 5.0 62 4.5 66 4.7 70 4.8 100
110 42 4.2 48 4.8 51 5.3 56 4.1 61 4.7 64 4.7 58 3.9 62 4.1 66 4.3 110
120 36 3.1 41 3.7 44 3.9 52 3.0 56 3.7 59 4.2 54 2.9 59 3.4 62 3.6 120
130 27 2.3 33 2.5 48 2.3 52 2.7 55 3.2 50 2.1 55 2.7 58 2.9 130
140 15 1.7 23 1.8 43 1.6 47 2.1 50 2.3 46 1.4 50 1.8 53 2.3 140
150 41 1.4 43 1.6 44 1.2 46 1.4 150

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 21.0 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 19.1 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.6 52 17.1 58 15.4 71 16.4 75 14.7 78 12.9 76 12.5 79 11.4 77 11.6 80 10.7 40
45 38 16.0 45 16.1 50 14.9 68 13.7 72 13.8 75 12.3 74 11.6 77 10.9 75 10.9 78 10.2 45
50 30 13.7 37 14.1 66 11.3 70 12.2 72 11.7 73 10.8 76 10.3 78 9.4 74 10.3 77 9.7 79 9.1 50
55 63 9.3 67 10.3 70 10.8 71 9.6 74 9.7 76 9.0 72 9.2 75 9.2 77 8.6 55
60 61 7.7 65 8.6 67 9.4 70 8.1 73 9.0 75 8.5 71 7.9 74 8.6 76 8.3 60
65 58 6.3 62 7.2 64 7.9 68 6.8 70 7.7 72 8.2 69 6.8 72 7.4 74 8.0 65
70 55 5.3 59 6.0 61 6.5 66 5.7 69 6.5 71 7.0 68 5.6 70 6.4 72 6.9 70
75 52 4.4 56 5.0 58 5.4 64 4.7 67 5.4 69 5.8 66 4.6 68 5.4 70 5.8 75
80 49 3.6 53 4.2 55 4.5 62 3.8 65 4.5 67 4.9 64 3.8 67 4.4 69 4.9 80
85 46 2.9 50 3.4 52 3.8 60 3.1 63 3.8 65 4.2 62 3.1 65 3.6 67 4.0 85
90 43 2.2 46 2.7 48 3.0 58 2.6 61 3.1 63 3.4 60 2.5 63 3.1 65 3.3 90
95 40 1.7 43 2.1 44 2.3 56 2.1 59 2.5 61 2.8 58 1.9 61 2.4 63 2.8 95
100 36 1.2 39 1.6 40 1.8 53 1.6 56 2.0 58 2.3 56 1.4 59 1.8 60 2.3 100
110 53 1.3 56 1.3 110
120 120

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 27,558 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 10.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 9.9 74 9.1 79 7.6 74 7.7 79 7.5 75 7.3 55
60 42 8.1 52 7.7 60 7.2 67 8.6 73 8.8 78 7.5 73 7.6 78 7.2 74 7.2 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 7.2 70 8.4 75 7.3 71 7.1 76 6.9 72 6.9 77 6.6 65
70 31 7.1 41 7.1 46 6.9 62 6.0 68 7.3 73 7.1 70 6.2 75 6.5 71 6.0 76 6.3 80 5.9 70
75 23 6.5 32 7.0 37 6.7 60 5.0 66 6.3 71 6.8 68 5.2 73 6.1 77 5.9 69 5.0 74 5.9 78 5.6 75
80 14 6.0 21 6.8 58 4.2 63 5.3 68 6.2 67 4.2 72 5.5 75 5.7 68 4.2 73 5.3 76 5.5 80
85 55 3.6 61 4.5 65 5.3 65 3.6 70 4.7 73 5.5 66 3.6 71 4.5 74 5.3 85
90 53 2.9 59 3.8 63 4.5 64 2.9 69 4.0 72 4.7 65 2.9 70 3.8 73 4.7 90
95 51 2.3 57 3.2 60 3.8 62 2.3 67 3.3 70 4.0 63 2.3 68 3.2 71 4.0 95
100 48 1.9 54 2.7 57 3.1 60 1.9 65 2.7 68 3.4 62 1.8 66 2.7 70 3.4 100
110 48 1.7 51 2.1 61 1.7 64 2.4 62 1.7 66 2.4 110
120 59 1.4 62 1.4 120

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 21.0 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 19.1 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.6 52 17.1 58 15.4 71 17.7 75 14.7 78 12.9 76 12.5 79 11.4 77 11.6 80 10.7 40
45 38 16.0 45 16.1 50 14.9 68 16.3 72 13.8 75 12.3 74 11.6 77 10.9 75 10.9 78 10.2 45
50 30 14.6 37 15.3 66 14.3 70 13.1 72 11.7 73 10.9 76 10.3 78 9.4 74 10.3 77 9.7 79 9.1 50
55 63 12.1 67 12.3 70 11.2 71 10.2 74 9.8 76 9.0 72 9.7 75 9.2 77 8.6 55
60 61 10.0 65 11.1 67 10.6 70 9.5 73 9.4 75 8.5 71 9.1 74 8.8 76 8.3 60
65 58 8.4 62 9.5 64 9.8 68 8.7 70 8.9 72 8.2 69 8.5 72 8.4 74 8.0 65
70 55 7.1 59 7.9 61 8.4 66 7.4 69 8.1 71 7.9 68 7.3 70 7.8 72 7.6 70
75 52 6.0 56 6.6 58 7.1 64 6.2 67 7.1 69 7.3 66 6.2 68 6.9 70 7.1 75
80 49 4.9 53 5.5 55 6.1 62 5.1 65 5.9 67 6.5 64 5.1 67 5.9 69 6.4 80
85 46 4.0 50 4.7 52 4.9 60 4.4 63 4.9 65 5.4 62 4.2 65 4.9 67 5.4 85
90 43 3.2 46 3.7 48 4.1 58 3.6 61 4.2 63 4.7 60 3.4 63 4.2 65 4.5 90
95 40 2.5 43 3.0 44 3.2 56 2.9 59 3.4 61 3.9 58 2.8 61 3.4 63 3.7 95
100 36 2.0 39 2.4 40 2.4 53 2.3 56 2.7 58 3.1 56 2.3 59 2.7 60 2.9 100
110 29 1.4 49 1.4 52 1.7 53 1.9 52 1.3 49 1.7 56 1.9 110
120 47 1.2 51 1.2 120
130 130

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 10.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 10.6 74 9.1 79 7.6 74 7.7 79 7.5 75 7.3 55
60 42 8.1 52 7.7 60 7.2 67 10.4 73 8.8 78 7.5 73 7.7 78 7.2 74 7.3 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 9.4 70 8.4 75 7.3 71 7.7 76 6.9 72 7.3 77 6.6 65
70 31 7.1 41 7.1 46 6.9 62 7.9 68 8.1 73 7.1 70 7.3 75 6.5 71 6.8 76 6.3 80 5.9 70
75 23 6.5 32 7.0 37 6.7 60 6.6 66 7.7 71 7.0 68 6.5 73 6.3 77 5.9 69 6.2 74 6.1 78 5.6 75
80 14 6.0 21 6.8 58 5.6 63 7.0 68 6.8 67 5.6 72 6.1 75 5.7 68 5.5 73 5.9 76 5.5 80
85 55 4.9 61 5.8 65 6.6 65 4.9 70 6.0 73 5.5 66 4.7 71 5.5 74 5.3 85
90 53 4.2 59 5.1 63 5.8 64 4.1 69 5.2 72 5.4 65 4.0 70 5.0 73 5.1 90
95 51 3.4 57 4.4 60 5.0 62 3.3 67 4.4 70 5.0 63 3.3 68 4.4 71 4.9 95
100 48 2.7 54 3.7 57 4.1 60 2.7 65 3.8 68 4.5 62 2.7 66 3.7 70 4.4 100
110 42 1.9 48 2.4 51 2.8 56 1.7 61 2.6 64 3.1 58 1.7 62 2.4 66 3.1 110
120 41 1.6 44 1.8 56 1.6 59 2.1 59 1.6 62 2.1 120
130 55 1.2 58 1.2 130

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 21.4 80 13.2 25
30 57 22.4 64 19.5 70 17.1 75 17.1 79 16.8 79 13.2 80 11.9 30
35 51 17.5 58 18.0 64 16.1 73 13.9 77 15.2 80 13.7 78 12.5 78 11.9 35
40 45 14.0 52 14.9 58 15.1 71 11.2 75 12.7 78 12.8 76 10.4 79 11.3 77 10.2 80 10.7 40
45 38 11.5 45 12.2 50 12.6 68 9.0 72 10.4 75 11.3 74 8.7 77 9.8 75 8.5 78 9.5 45
50 30 9.5 37 10.0 66 7.1 70 8.3 72 9.2 73 7.1 76 8.2 78 8.9 74 7.9 77 8.0 79 8.7 50
55 63 5.5 67 6.6 70 7.4 71 5.8 74 6.8 76 7.7 72 5.8 75 6.7 77 7.6 55
60 61 4.2 65 5.3 67 6.0 70 4.7 73 5.5 75 6.4 71 4.6 74 5.5 76 6.4 60
65 58 3.2 62 4.1 64 4.8 68 3.7 70 4.5 72 5.0 69 3.5 72 4.3 74 5.0 65
70 55 2.5 59 3.2 61 3.7 66 2.8 69 3.5 71 4.1 68 2.7 70 3.5 72 4.1 70
75 52 1.8 56 2.4 58 2.8 64 2.0 67 2.7 69 3.3 66 2.0 68 2.7 70 3.3 75
80 53 1.6 55 2.0 62 1.4 65 2.0 67 2.5 64 1.4 67 2.0 69 2.5 80
85 50 1.1 52 1.4 63 1.4 65 1.8 65 1.4 67 1.8 85
90 63 1.3 65 1.1 90
95 95
100 100

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 13,228 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 14.44 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.5 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 9.4 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 7.9 76 9.3 75 7.0 76 6.7 50
55 47 8.8 57 8.1 65 7.4 68 6.4 74 8.3 79 7.6 74 6.1 79 7.4 75 5.9 55
60 42 7.7 52 7.7 60 7.2 67 5.1 73 6.8 78 7.4 73 5.1 78 6.6 74 4.9 79 6.4 60
65 37 6.7 47 7.3 54 7.1 64 4.1 70 5.5 75 6.7 71 4.1 76 5.6 72 3.9 77 5.4 65
70 31 5.9 41 6.4 46 6.6 62 3.2 68 4.6 73 5.6 70 3.2 75 4.6 71 3.0 76 4.6 80 5.6 70
75 23 5.1 32 5.5 37 6.1 60 2.5 66 3.7 71 4.6 68 2.5 73 3.7 77 4.8 69 2.3 74 3.7 78 4.8 75
80 14 4.5 21 4.6 58 1.9 63 2.9 68 3.8 67 1.8 72 2.9 75 4.0 68 1.6 73 2.9 76 4.0 80
85 55 1.4 61 2.2 65 2.9 65 1.1 70 2.2 73 3.1 71 2.2 74 3.1 85
90 59 1.7 63 2.4 69 1.7 72 2.6 70 1.7 73 2.5 90
95 57 1.2 60 1.8 67 1.2 70 2.0 68 1.2 71 1.9 95
100 57 1.1 68 1.3 70 1.4 100

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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Counterweight 0 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 29.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft Fly jib 29.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 76 23.1 10
12 74 23.1 12
14 72 23.1 79 23.1 14
16 70 23.1 78 23.1 81 23.1 16
18 69 23.1 77 23.1 80 23.1 18
20 67 23.1 75 23.0 81 19.5 79 23.1 20
25 62 23.1 69 21.1 76 18.2 77 22.6 80 13.2 25
30 57 22.6 64 19.5 70 17.1 75 20.3 79 16.8 79 13.2 80 11.9 30
35 51 19.8 58 18.3 64 16.1 73 16.2 77 15.7 80 13.7 78 13.2 78 11.9 35
40 45 17.2 52 16.9 58 15.4 71 13.2 75 14.5 78 12.9 76 12.1 79 11.4 77 11.5 80 10.7 40
45 38 13.9 45 14.5 50 14.9 68 11.4 72 12.7 75 12.3 74 9.9 77 10.9 75 9.6 78 10.2 45
50 30 11.6 37 12.2 66 9.0 70 10.4 72 10.9 73 8.7 76 9.4 78 9.4 74 8.0 77 9.0 79 9.1 50
55 63 6.9 67 8.3 70 9.1 71 7.4 74 8.0 76 8.8 72 6.9 75 7.9 77 8.5 55
60 61 5.3 65 6.5 67 7.2 70 5.9 73 6.8 75 7.7 71 5.9 74 6.8 76 7.7 60
65 58 4.3 62 5.0 64 5.7 68 4.6 70 5.5 72 6.3 69 4.6 72 5.5 74 6.3 65
70 55 3.2 59 3.8 61 4.6 66 3.5 69 4.4 71 5.1 68 3.4 70 4.4 72 5.1 70
75 52 2.3 56 2.9 58 3.6 64 2.6 67 3.4 69 4.1 66 2.5 68 3.4 70 4.1 75
80 49 1.6 53 2.3 55 2.7 62 1.9 65 2.5 67 3.1 64 1.8 67 2.5 69 3.1 80
85 46 1.1 50 1.6 52 1.8 60 1.4 63 1.8 65 2.3 62 1.1 65 1.8 67 2.3 85
90 61 1.3 63 1.7 63 1.1 65 1.7 90
95 61 1.2 63 1.2 95
100 100

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4

Counterweight 0 lbs
Lifting capacities in 1,000 lbs according per SAE J765 on fly jib 52.5 ft 

On outriggers, 360o working area
Working Outrigger base 21.00 ft Working
Radius Boom length 36.1 ft Boom length 36.1 ft to 98.8 ft Boom length 36.1 ft to 136.5 ft Boom length 36.1 ft to 144.4 ft Radius

(ft) (ft)
Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft Fly jib 52.5 ft

offset offset offset offset

0o 20o 40o 0o 20o 40o 0o 20o 40o 0o 20o 40o

 o  o  o  o  o  o  o  o  o  o  o  o

L L L L L L L L L L L L
10 79 17.4 10
12 78 17.4 12
14 76 17.4 14
16 75 17.4 16
18 74 17.1 18
20 73 16.7 81 10.6 20
25 70 15.2 79 10.6 25
30 67 13.8 77 11.2 77 10.6 81 7.7 81 7.3 30
35 63 12.6 74 10.5 75 10.6 79 7.7 80 7.3 35
40 59 11.6 70 9.6 79 8.6 74 10.6 80 10.1 78 7.7 79 7.3 40
45 55 10.5 66 9.1 75 8.2 72 10.6 78 9.8 76 7.7 77 7.3 45
50 51 9.7 61 8.6 70 7.7 70 9.6 76 9.4 75 7.7 76 7.3 50
55 47 8.8 57 8.1 65 7.4 68 8.1 74 9.0 79 7.6 74 7.3 79 7.5 75 6.8 55
60 42 8.1 52 7.7 60 7.2 67 6.4 73 8.3 78 7.5 73 6.4 78 7.2 74 5.8 79 6.8 60
65 37 7.6 47 7.3 54 7.1 64 5.0 70 6.8 75 7.3 71 5.0 76 6.9 72 5.0 77 6.6 65
70 31 6.9 41 7.1 46 6.9 62 4.1 68 5.6 73 6.7 70 4.1 75 5.7 71 3.8 76 5.6 80 5.9 70
75 23 6.1 32 6.5 37 6.7 60 3.2 66 4.6 71 5.7 68 3.2 73 4.6 77 5.6 69 2.9 74 4.6 78 5.4 75
80 14 5.3 21 5.5 58 2.3 63 3.7 68 4.6 67 2.3 72 3.8 75 4.9 68 2.3 73 3.8 76 4.9 80
85 55 1.8 61 2.7 65 3.8 65 1.8 70 2.9 73 4.0 66 1.6 71 2.9 74 4.0 85
90 53 1.3 59 2.2 63 3.0 64 1.3 69 2.2 72 3.2 70 2.2 73 3.2 90
95 57 1.7 60 2.2 67 1.7 70 2.4 68 1.6 71 2.4 95
100 54 1.2 57 1.6 65 1.2 68 1.8 70 1.8 100

Telescoping sequence %
Tel. 1 0 93 93 100 Tel. 1
Tel. 2 0 46 93 100 Tel. 2
Tel. 3 0 46 93 100 Tel. 3
Tel. 4 0 46 93 100 Tel. 4
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3. Total rated loads include the weight of the main hook block, auxiliary hook ball,

����������������������������������������������
�������������������
�������

 TRAHC GNITAR DAOL ONADAT eht no nwohs sdaol detar latoT.1

 yllamron dna derutcafunam yllanigiro sa enihcam eht ot ylno ylppa

 fo esu ro enihcam eht ot snoitacifidoM .ONADAT yb deppiuqe

 a ni tluser nac deificeps taht naht rehto tnempiuqe lanoitpo

.yticapac fo noitcuder

 ro detarepo ylreporpmi fi suodrazah eb nac senarc ciluardyH.2

 tsum enihcam siht fo ecnanetniam dna noitarepO .deniatniam

be in compliance with the information in the �������������

������������������ launam siht fI .enihcam eht htiw deilppus 

.rotubirtsid eht hguorht tnemecalper a redro ,gnissim si

 enihcam siht htiw detaicossa lennosrep rehto dna rotarepo ehT.3

en eht esu ,nwohs ton suidar daol a ta stfil gnikam nehW .01

naciremA elbacilppa tsetal eht htiw sevlesmeht tniauqca ylluf llahs

xt

.yticapac elbawolla enimreted ot suidar regnol

.senarc rof sdradnats ytefas )ISNA( etutitsnI sdradnatS lanoitaN

11.  Load per part line should not exceed 10,000 lbs. for the main 

������

winch and for the auxiliary winch.

erofeb elgna moob ehT .etamixorppa era selgna moob dedaoL.21

 TRAHC GNITAR DAOL ONADAT eht no nwohs sdaol detar latoT.1

.noitcelfed rof tnuocca ot retaerg eb dluohs gnidaol

 no desab era yehT .seiticapac enarc elbawolla mumixam eht era

 sdaol htiw moob cipocselet eht fo noitcarter ro noisnetxE.31

 laedi rednu ecafrus gnitroppus mrif no level gnidnats enihcam eht

may

 GNITAR DAOL ONADAT eht fo stimil eht nihtiw detpmetta eb

 ,ecafrus gnitroppus eht fo erutan eht no gnidnepeD .snoitidnoc boj

 ciluardyh yb detimil si sdaol epocselet ot ytiliba ehT .TRAHC

 eht rednu stroppus larutcurts evah ot yrassecen eb yam ti

.cte ,ecnanetniam enarc ,htgnel moob ,elgna moob ,erusserp

.ecafrusr  bearingegral a ot daol eht daerps ot staolf reggirtuo

t erus eb ,bij ylf elbidnetxe eht gniwots ro gnitcere nehW.41

 eht ot dednetxe eb llahs sreggirtuo ,noitarepo reggirtuo no roF.2

o retain

.tnemevom eerf sti tneverp ot snaem rehto yb ro dnah yb ti

 dna TRAHC GNITAR DAOL ONADAT eht ot gnidrocca noisnemid

 hctiws elbasid )TUOTUC DNIWREVO( kcolB owT-itnA eht esU

 erofeb ,ecafrus gnitroppus fo eerf serit htiw snip yb deruces

operating crane.

15. When erecting or stowing the extendible �y jib and stowing the 

hook block. While the switch is pushed, the hoist will not stop, 

���������

even when an overwind condition occurs.

 GNITAR DAOL ONADAT eht ni deificeps suidar gnikrow ehT.61

 deecxe ton od dednetxe ylluf sreggirtuo htiw sdaol detar latoT.1

cipocselet eht fi ylno ylppa bij ylf elbidnetxe eht rof STRAHC

 flah sreggirtuo htiw sdaol detar latoT .sdaol gnippit eht fo %58

 GNITAR DAOL ONADAT eht ot gnidrocca dednetxe si moob

:alumrof siht yb denimreted era dednetxe

 era moob cipocselet eht fo stnemele erom ro eno fI .STRAHC

.52.1 / )noitcaer pit 1,0- daol gnippit( = daol detar latot

elgna moob deificeps eht ,yletelpmoc ro yllaitrap detcarter

 ,81051 NID htiw ecnadrocca ni si krowleets larutcurts s'enarc ehT.2

s

.seiticapac gnitfil detar latot gninimreted ni evisiced eb lliw

 NID htiw ylpmoc enarc eht fo noitcurtsnoc dna ngiseD .3 trap

 yrailixua( bij ylf elbidnetxe eht gnisu yb daol a gnitfil nehW.71

.snoitaluger .M.E.F htiw dna 2 trap ,81051

hoist) and telescopic boom (main hoist) simultaneously, do 

sling and other auxiliary lifting devices and all their weight shall be subtracted

the following:

 ni ecived tnemom daol eht rof margorp tcerroc eht tceleS.A

.detfil eb ot daol ten eht niatbo ot seiticapac detsil eht morf

accordance with jib length, jib o�set angle, counterweight 

�������������������������� ���

and outrigger base.

�������������������� � � � � � � � � � �� ��

B. Before starting the operation, make sure that the weight of 

��������������������������� ��� ��� ���� ���� ���� ���� ���� ���� ���� �� ����

the load is within the total rated load for the extendible �y jib.

������������ ���

18. Working with Single Top

Operation with the single top is allowed with the main winch and 

the auxiliary winch (2nd winch). The maximum allowed capacity 

is limited by the selected S.L.I. code for main boom operation 

according to existing counterweight and outrigger base at one 

ciluardyh yb detimil si hcihw llup enil elgnis eht yb dna edis

 ekam dna sdaol dednepsus yleerf no desab era sdaol detar latoT.4

.edis rehto eht ta erusserp

 neddus ,dniw fo tceffe eht sa srotcaf hcus rof ecnawolla on

stopping of loads, supporting surface conditions, operating 

speeds, side loads, etc. Side pull on the boom or jib is  extremely 

For operations with the single top mounted, use the TADANO 

dangerous.

LOAD RATING CHART for the telescopic boom in accordance 

 eht dnif ot esab reggirtuo dna thgiewretnuoc gnitsixe htiw

 .moob ro daol detfil no dniw rof tnuocca ton od sdaol detar latoT.5

total

doc .I.L.S tcerroc eht tceles osla dna yticapac gnitfil detar

 ,decuder yletairporppa eb llahs htgnel moob dna sdaol detar latoT

e for 

 gnitsixe eht htiw ecnadrocca ni moob cipocselet eht

.).ces/tf 23( hm 22 evoba si yticolev dniw nehw

gnitfil detar latot eht dniF .esab reggirtuo dna thgiewretnuoc

 ton oD .dedeecxe eb ton llahs suidar daol ta sdaol detar latoT.6

 taht morF .suidar gnikrow dna htgnel moob no desab yticapac

.sdaol elbawolla enimreted ot enarc eht pit

 tnempiuqe gnitfil lla fo sthgiew eht dna sbl 001,1 tcartbus ,eulav

 selgna moob ro suidar dnoyeb shtgnel moob ta etarepo ton oD

ved gnitfil yrailixua rehto dna gnils ,kcolb kooh gnidulcni desu

yna tuohtiw nrutrevo yam enarC .nwohs era seiticapac on erehw.7

ices.

load on the hook.

The result (<total rated lifting capacity> - <1,100 lbs> - <lifting 
t elgnis a rof yticapac gnitfil detar latot eht si )>tnempiuqe

enarc eht nehw ylno elbissimda si erutcurtsrepus eht fo gniwelS.8

op lift.

is supported on half or fully extended outriggers.

������������

�����������

�� �� �� ��

���� ���� ���� ��

����

�����
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GNITAR DAOL ONADAT eht ni deificeps sgnitar yticapac gnitfil ehT.9

 dexif bij ylf tuohtiw moob cipocselet eht ot ylppa TRAHC

 si bij ylf eht fI .noitisop gnikrow ro noitisop tropsnart ni

 gnikrow ro noitisop tropsnart ni moob cipocselet eht ot deruces

 decuder era moob cipocselet eht fo seiticapac gnitfil eht ,noitisop

 bij ylf eht fo thgiew ehT .woleb deificeps seulav eht yb

 tnemom daol eht dna ,daol a fo smret ni detceted si )sbl 005,2(

limiter will shut o� earlier.

sbl 009:    noitisop tropsnart ni detnuom ,bij ylf .tf 5.25 / tf 5.92

l 002,2:                     daeh moob eht ot detnuom ,bij ylf .tf 5.92 bs

                     daeh moob eht ot detnuom ,bij ylf .tf 5.25 :3,310 lbs
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 WARNING AND OPERATING INSTRUCTIONS FOR LIFTING
 CAPACITIES ATF65G-4



19.Working with Auxiliary Winch 3. Total rated lifting capacities are based on proper tire inflation, 
The weight of the auxiliary winch is taken into account as a part of capacity and condition. Damaged tires are hazardous to safe
counterweight. Therefore the auxiliary winch must be always attached operation of the crane.
to the superstructure for crane working. In case that the auxiliary 4. Tires shall be inflated to correct air pressure
winch is disassembled from superstructure, the 2 counterweight pieces Tire Air Pressure
each with 0.44 tons have to be attached to the superstructure instead of 14.00 R 25 - 145 psi (10 kgf/cm2)
auxiliary winch. 16.00 R 25 -  130 psi (9 kgf/cm2)

Definitions 20.5 R 25    - 100 psi (7 kgf/cm2)
1. Load Radius: 5. On tire lifting with “fly jib” is not permitted.

Horizontal distance from a projection of the axis of rotation to 6. When making a lift on tires, set the parking brake.
supporting surface before loading to the center of the vertical 7. Traveling with the load is permitted only if the following 
hoist line or tackle with load applied. The deflection of the boom conditions exist:
due to its deadweight and the rated load are taken into account. Machine is set on firm level supporting surface; tires inflated to 

2. Loaded Boom Angle: specified pressure; boom must be centered over the rear of 
The angle between the boom base section and the horizontal, the machine; superstructure swing lock pin engaged; slewing 
after lifting the total rated load at the working radius. brake engaged; maximum boom length not to exceed 61.4 ft; 

3. Working Area: lifted load kept as close to the ground as possible and fastened 
Area measured in a circular arc about the centerline of rotation. to the chassis to prevent the lifted load from swinging or 

4. Freely Suspended Load: oscillating; travel slowly with a creeping speed not to exceed 
Load hanging free with no direct external force applied except 1 mph; and especially avoid any abrupt steering, accelerating 
by the hoist line. or braking.

5. Side Load: If possible, extend the outriggers and lower the outrigger floats 
Horizontal side force applied to the lifted load either on the to just above ground level.
ground or in the air. 8. Do no operate the crane while carrying the load.

Safe Load Indicator
WARNING AND OPERATING INSTRUCTIONS FOR The Safe Load Indicator is intended as an aid to the 
ON TIRE CAPACITIES operator. Under no condition should it be relied upon to replace use 
1. Total rated lifting capacities on tires are in pounds and do not of Load Rating Charts and Operating Instructions. Sole reliance

exceed 75% of tipping loads as determined by test in accordance upon the Safe Load Indicator Aids in place of good operating 
with SAE J-765. practice can cause an accident. The operator must exercise 

2. Total rated lifting capacities shown in the TADANO LOAD RATING caution to assure safety.
CHART are based on the condition that the crane is set on firm
level supporting surfaces with suspension let down to block.
Those above the bold lines are based on tire capacity and those 
below the bold lines on crane stability. They are based on actual 
load radius increased by tire deformation and boom deflection.
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Mounting the 33,069 lbs (15 t) counterweight

A)*0.4t x2 1) 3.1t 2) 2.5t 3)  0.1t 4) 0.1t 5) 2.0t 6)  2.0t 7)  4.0t 8)   0.4t
0 lb

13,230 lb x x x x
27,562 lb x x x x x x x x
33,069 lb x x x x x x x x x

* Counterweight A) is not in combination with Aux. winch.

TADANO AMERICA CORPORATION

333 NORTHPARK CENTRAL DR, SUITE Z 
HOUSTON, TEXAS 77073 U.S.A.
PHONE: (281) 869-0030 EXT.315
FAX: (281) 869-0040
Web site:  www.tadanoamerica.com/
E-mail: sales@tadano-cranes.com
Form No.  TAC-ATF65G-4-060927
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19.Working with Auxiliary Winch 3. Total rated lifting capacities are based on proper tire inflation, 
The weight of the auxiliary winch is taken into account as a part of capacity and condition. Damaged tires are hazardous to safe
counterweight. Therefore the auxiliary winch must be always attached operation of the crane.
to the superstructure for crane working. In case that the auxiliary 4. Tires shall be inflated to correct air pressure
winch is disassembled from superstructure, the 2 counterweight pieces Tire Air Pressure
each with 0.44 tons have to be attached to the superstructure instead of 14.00 R 25 - 145 psi (10 kgf/cm2)
auxiliary winch. 16.00 R 25 -  130 psi (9 kgf/cm2)

Definitions 20.5 R 25    - 100 psi (7 kgf/cm2)
1. Load Radius: 5. On tire lifting with “fly jib” is not permitted.

Horizontal distance from a projection of the axis of rotation to 6. When making a lift on tires, set the parking brake.
supporting surface before loading to the center of the vertical 7. Traveling with the load is permitted only if the following 
hoist line or tackle with load applied. The deflection of the boom conditions exist:
due to its deadweight and the rated load are taken into account. Machine is set on firm level supporting surface; tires inflated to 

2. Loaded Boom Angle: specified pressure; boom must be centered over the rear of 
The angle between the boom base section and the horizontal, the machine; superstructure swing lock pin engaged; slewing 
after lifting the total rated load at the working radius. brake engaged; maximum boom length not to exceed 61.4 ft; 

3. Working Area: lifted load kept as close to the ground as possible and fastened 
Area measured in a circular arc about the centerline of rotation. to the chassis to prevent the lifted load from swinging or 

4. Freely Suspended Load: oscillating; travel slowly with a creeping speed not to exceed 
Load hanging free with no direct external force applied except 1 mph; and especially avoid any abrupt steering, accelerating 
by the hoist line. or braking.

5. Side Load: If possible, extend the outriggers and lower the outrigger floats 
Horizontal side force applied to the lifted load either on the to just above ground level.
ground or in the air. 8. Do no operate the crane while carrying the load.

Safe Load Indicator
WARNING AND OPERATING INSTRUCTIONS FOR The Safe Load Indicator is intended as an aid to the 
ON TIRE CAPACITIES operator. Under no condition should it be relied upon to replace use 
1. Total rated lifting capacities on tires are in pounds and do not of Load Rating Charts and Operating Instructions. Sole reliance

exceed 75% of tipping loads as determined by test in accordance upon the Safe Load Indicator Aids in place of good operating 
with SAE J-765. practice can cause an accident. The operator must exercise 

2. Total rated lifting capacities shown in the TADANO LOAD RATING caution to assure safety.
CHART are based on the condition that the crane is set on firm
level supporting surfaces with suspension let down to block.
Those above the bold lines are based on tire capacity and those 
below the bold lines on crane stability. They are based on actual 
load radius increased by tire deformation and boom deflection.
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ATF65G-4 Axle weight distribution chart
1) Normal traveling condition

Axle 1 Axle 2 Axle 3 Axle 4
Base machine with 16.00R25 tires, 8x6 drive, no counterweight, 90% fuel 20,954 21,614 16,144 14,943
Add: 1. 35.3 ton hook block in storage box 127 127 204 204

2. 13.8 ton hook block in storage box 74 74 119 119
3. 6.6 ton hook ball in storage box 83 83 83 83
4. 29.5 ft/ 52.5 ft fly jib 1,905 1,905 -534 -534
5. 5.3 ft short jib 877 877 -514 -514
6. Auxiliary winch with cable -741 -741 1,556 1,556
7. Auxiliary boom point sheave (single top) 174 174 -100 -100
8. Additional oil cooler -18 -18 62 62
9. Air conditioning at crane cab -1 -1 54 54
10.20.5R25 tyres in lieu of 16.00R25 165 165 165 165
11.8x8 drive 522 95 0 0
12.Towing attachment -67 -67 155 155
13.Tool box at rear -103 -103 241 241
A. Counterweight at upper (0.4t x2) * Not in combination with Aux.winch -583 -583 1,447 1,447
1. Counterweight at upper (3.1t) -2,328 -2,328 5,780 5,780
2. Counterweight at carrier (2.5t) 2,529 2,529 126 126
3. Counterweight at upper (0.1t) -75 -75 187 187
4. Counterweight at upper (0.1t) -75 -75 187 187
5. Counterweight at upper (2.0t) -1,462 -1,462 3,627 3,627
6. Counterweight at carrier (2.0t) 2,100 2,100 106 106
7. Counterweight at carrier (4.0t) 4,184 4,184 225 225
8. Counterweight at carrier (0.4t) 455 455 8 8

2) Traveling with boom dolly
Axle 1 Axle 2 Axle 3 Axle 4 Dolly

Base machine with 16.00R25 tires, 8x6 drive, no counterweight, 90% fuel 18,228 18,896 13,345 12,143 11,043
Add: 1. 35.3 ton hook block in storage box 127 127 204 204 0

2. 13.8 ton hook block in storage box 74 74 119 119 0
3. 6.6 ton hook ball in storage box 83 83 83 83 0
4. 29.5 ft/ 52.5 ft fly jib -1,524 -1,524 2,895 2,895 0
5. 5.3 ft short jib -776 -776 1,139 1,139 0
6. Auxiliary winch with cable 966 966 -151 -151 0
7. Auxiliary boom point sheave (single top) 0 0 0 0 148
8. Additional oil cooler 30 30 14 14 0
9. Air conditioning at crane cab 17 17 36 36 0
10.20.5R25 tyres in lieu of 16.00R25 165 165 165 165 0
11.8x8 drive 522 95 0 0 0
12.Towing attachment -67 -67 155 155 0
13.Tool box at rear -103 -103 241 241 0
A. Counterweight at upper (0.4t x2) * Not in combination with Aux.winch 823 823 41 41 0
1. Counterweight at upper (3.1t) 3,287 3,287 165 165 0
2. Counterweight at carrier (2.5t) 2,529 2,529 126 126 0
3. Counterweight at upper (0.1t) 106 106 6 6 0
4. Counterweight at upper (0.1t) 106 106 6 6 0
5. Counterweight at upper (2.0t) 2,062 2,062 103 103 0
6. Counterweight at carrier (2.0t) 2,100 2,100 106 106 0
7. Counterweight at carrier (4.0t) 4,184 4,184 225 225 0
8. Counterweight at carrier (0.4t) 455 455 8 8 0

4,330
4,412
8,818
926

6,904
5,310
224
224

617
176
276

1,728

148
88
106
660
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2,742
726

1,630

GVW
73,655

662
386

4,330
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8,818
926

6,904
5,310
224
224
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176
276

1,728

148
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660

332
2,742
726

1,630

GVW
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5'4-15/16"(1650) 6'2-13/16"(1990) 5'8-7/8"(1750)

5'8-7/8"(1750)6'2-13/16"(1990)5'4-15/16"(1650) 15'1/8"(4575) 54-1/2"
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1) Normal traveling condition
ATF65G-4 Axle weight distribution chart

2) Traveling with boom dolly



Mounting the 33,069 lbs (15 t) counterweight

A)*0.4t x2 1) 3.1t 2) 2.5t 3)  0.1t 4) 0.1t 5) 2.0t 6)  2.0t 7)  4.0t 8)   0.4t
0 lb

13,230 lb x x x x
27,562 lb x x x x x x x x
33,069 lb x x x x x x x x x

* Counterweight A) is not in combination with Aux. winch.

TADANO AMERICA CORPORATION

333 NORTHPARK CENTRAL DR, SUITE Z 
HOUSTON, TEXAS 77073 U.S.A.
PHONE: (281) 869-0030 EXT.315
FAX: (281) 869-0040
Web site:  www.tadanoamerica.com/
E-mail: sales@tadano-cranes.com
Form No.  TAC-ATF65G-4-060927
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