Boomlruck:

TRUCK-MOUNTED CRANE

MODEL 1881 RANGE SPECIFICATIONS
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e I 1/ N g Increase boom angle if necessary to maintain load radius.
/ < 2. When boom is retracted, operate jib by boom angles.
» | | % / Do not exceed any rated jib capacites at reduced boom lengths.
3. Capacities do not exceed 85% stability.

v [~ 4. Load ratings above bold line are structurally limited.
5. Personnel handling is allowed only with full span outriggers.

6. Boom load ratings are based on loaded boom radius.
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Boomlruck:

TRUCK-MOUNTED CRANE

MODEL 1881 LOAD SPECIFICATIONS

4427 South 76th Circle
Omaha, NE 68127-1806

Tele: 402-592-4500

Fax: 402-592-4553

E-mail: infoeelliottequip.com
www.elliottequip.com
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MAIN BOOM LOAD RATINGS WITH FULLY EXTENDED OUTRIGGERS
MAIN BOOM LOAD RATINGS JIB LOAD RATINGS
LOAD RATINGS IN LBS. WITH OUTRIGGERS AND STABILIZERS EXTENDED LOAD RATINGS IN LBS. WITH OUTRIGGERS
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-NDQ\II!'QEEADHEAD LINE - KEEP AT LEAST 5 WRAPS OF - USE ONLY 9/16" DIAMETER - ANTI-TWO-BLOCK SYSTEM MUST
BLOCK AGAINST BOOM TIP LOADLINE ON THE WINCH DRUM ;VE“L?gvsovl\D/FI"lfiHS;Eggll:’i% SE;gSSSgE%ZEmg@SA?\I%NgIIETléON
WHEN EXTENDING BOOM ATALL TIMES BREAKI’NG STRENGTHS LISTED OPERATION & SAFETY MANUAL
1-PART LINE 2-PART LINE 3-PART LINE 4-PART LINE ELL'OTT EQU'PMENT CO SUPPL'ED
. LOADLINE EQUIPMENT DEDUCTIONS:
5 DOWNHAUL WEIGHT .............. 180 Ibs
; ONE SHEAVE BLOCK.........coovvee 375 1bs
j % @ TWO SHEAVE BLOCK........... 640 Ibs
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