
by TECHNOCRANE

ECO Series
Compact, Cost Eff ective Knuckleboom Cranes

www.bigmaxcranes.com

BIGMAX Cranes

Choice
• Four models from 18,800 to 69,300 ft lbs 

(2.6 to 9.6 t/m)
• Maximum reach to 36.5 feet
• Lift capacity to 8800 lbs
• All  models include built-in hydraulic 

outrigger stabilizers
• Winches and other options available

Strength
• Strong, light weight hexagonal boom 

construction
• Fabricated from high tensile steel
• In-line boom designed for strength and 

maximum reach
• Two year comprehensive parts and 

labour warranty
• Complies with ANSI B 30.5, DIN 15018 

and EN12999 Standard

Economy
• Quality crane at a low price
• Modular design for reduced repair costs
• Less weight, better fuel economy
• Narrow profi le for smaller installation 

space
• Modular frame for easy installation
• Dual side controls

BIGMAX by Technocrane
Toll free: 877-531-8644  |  info@bigmaxcranes.com
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ECO SERIES SPECIFICATIONS
  MODEL Maximum Maximum Base Crane Dimensions (inches) 
  Lift Reach Weight (Lbs.) Height  Width Depth

ECO 3 1870 lbs @ 10’0” 22’ 860 75 65 14

ECO 5 4740 lbs @ 6’7” 27’4” 1499 75 65 14

ECO 8 8322 lbs @ 6’7” 29’7” 1955 88 79 23

ECO 11 8818 lbs @7’10” 36’6” 2756 88 79 23

1. Power Pack: 12 and 24V DC power packs are available 
on ECO 3 model.

2. Winch: a winch can be installed on most ECO models to 
increase vertical lift capability.

3. Radio/Wireless Controls: hand held or wired controls 
are available for enhanced safety and convenience.

4. Accessories: rotators, grabs and augers are available for 
most ECO models.

BIGMAX CRANES
by Technocrane
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Offi  ce: 604-575-2103
Toll free: 877-531-8644
Fax: 604-648-9852
info@bigmaxcranes.com

CRANE OPTIONS

Contact us for a 
price quote today! 

Fast delivery 
as most models 
delivered from 
stock!

ECO Series Reach and Load Chart
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6’7” 10’0” 14’0”
2870 1870 1290

6’7” 10’4” 14’3”
2870 1760 1200

17’11” 22’2”
980 730

18’3” 22’2”
900 730

lb
6’7” 10’5” 14’5” 18’8”
4740 2976 2160 1576

6’7” 10’10” 14’8” 18’8” 23’
4597 2800 2017 1576 1202

6’7” 11’ 15’ 19’ 23’
4475 2646 1885 1455 1202
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6’7” 11’5” 15’10” 20’4”
8322 4806 3439 2535

6’7” 11’5” 15’10” 20’4”
8091 4674 3285 2535
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6’7” 11’7” 16’ 20’6”
7859 4453 3131 2403
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7’10” 12’8” 18’ 24’
8818 5423 3836 2734

7’10” 12’11” 18’4” 23’11”
8488 5137 3571 2734
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7’10” 13’2” 18’7” 24’2”
8267 4850 3307 2491

30’
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